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H ALFA ROMEO | FIAT | LANCIA

400.0425 MASTER

A Dial Test Indicator 400.9004
B 1895443000 | Adaptor — TDC Indicator 400.9027
C 1860443000 | Tensioning Tool - Pry 400.0428
D 1825041000 | Camshaft Alignment Tool (2) 400.9029
E 1825042 000 | Camshaft Alignment Tool (2) 400.9030
F 1860847 000 | Camshaft Alignment Tool (2) 400.9031
G 1860875000 | Camshaft Alignment Tool (2) 400.9032
H 1860892000 | Camshaft Alignment Tool (2) 400.9033
| 1860899000 | Camshaft Alignment Tool (1) 400.9034
J 1860 703000 | Flywheel Locking Tool 400.0435
K | 1860161000 | Flywheel Locking Tool 400.0436
L 1860 766 000 | Flywheel Locking Tool 400.0437

Engine Timing Tool Set — M | 1860771000 | Flywheel Locking Tool 400.0438

Alfa Romeo, Fiat and Lancia
N 1860 846 000 Flywheel Locking Tool 400.0439

This comprehensive engine

timing tool set includes 24 0 1860 898 000 Flywheel Locking Tool 400.0440

tools for camshaft alignment, P | 1860901000 | Crankshaft Timing Tool 400,041

tensioning, and crankshaft

a”gnment to cover most petr0| Q 1860905000 | Crankshaft Timing Tool 400.0442

and diesel engines including: R | 1860933000 | Crankshaft Timing Tool 4000443

Petrol — 1.4/1.6/1.8/2.0

. S 1860874 000 | Camshaft Alignment Tool (2 400.0502

Twinspark 1.2/1.4/1.6/1.8 16v 9 @

Diesel — 1.6/1.8/1.9D/TD/2.0, T 1860876 000 | Tensioning Tool 400.0444

2112v,2.4 UN | 1860932000 | Camshaft Aignment Tool (2) 400.0445
W | 1822154000 | Balancer Shaft Belt Tensioning Tool 400.0446
X 1860845000 | Tensioning Tool 400.0447

1825 040 000

Camshaft Alignment Tool (4)

156 2.5 V6 (97-)

1825041 000 Camshaft Alignment Tool (2) | 145/146 1.8, 2.0 Twin Spark (96-), Spider/GTV 2.0 16v (95-) 400.9029

1825 042 000 Camshaft Alignment Tool (2) | 145/146 1.4,1.6 Twin Spark (96-), 155/156 Twin Spark (96-) 400.9030

1 860 847 000 Camshaft Alignment Tool (2) | Barchetta, Coupe 1.8 16v (36-) 400.9031

1860 875 000 Camshaft Alignment Tool (2) | Brava, Bravo, Marea, Marea Weekend 1.8 16v (95-) 400.9032

1860 892 000 Camshaft Alignment Tool (2) | Bravo, Marea, Marea Weekend, Coupe 2.0 20v (94-) 400.9033 :
1860 899 000 Camshaft Alignment Tool (1) | Brava, Bravo 1.4 12v (95-) Lancia Ypsilon 1.4 12v (96-99) 400.9034 - — -

1860 819 000

Camshaft Alignment Tool (2)

Lancia Kappa 2.0 2.4 20v (94-97)

400.9035

1870 828 000

Camshaft Alignment Tool (2)

Stilo 2.4 20v (01-)

400.9035

1860 962 000

Camshaft Alignment Tool (2)

Bravo, Marea, Marea Weekend, Coupe 2.0 20v (94-)

1870 797 000

Camshaft Locking Tools (2)

147 1.6 (105bhp) (04-)

1870 734 000

Camshaft Locking Tools (2)

147 1.6 (120bhp) (04-)

1870 859 000

Camshaft Locking Tools (2)

156 2.0 JTS (06-) NEW




400.2425

Engine Service Tool Set —
Fiat 1.3 JTD

This set of essential tools is for use
on Fiat 1.3 JTD Multi-Jet 16v diesel
engines and includes crankshaft
pulley flange holding wrench, timing
chain tensioner and crankshaft
timing position tool necessary

to conduct engine timing during
engine service.
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For use on models: Punto, Panda,
Idea, Doblo and Doblo Cargo.

Supplementary to engine timing
tool Set 400.0775. See page 49.

MULTI-USE

D
“

A/B | 1871000 200 Cranshaft Pulley Flange Holding Tool 400.2426
1870900 300 Timing Chain Tensioning Tool 400.2427
E 1870900 400 Crankshaft Timing Position Tool 400.2428

400.0400

Engine Timing Tool Set —
Fiat 2.3/3.0 JTD

currently used in Ducato models (02-) with
engine codes F1 AE0481C, F1 AE0481D
and F1AE0481N, F1CE0481A&D

Also used on lveco Daily.

This tool set is designed for use on engines ﬂ'

e )

A [ 99360614 Camshaft Timing Pin (2) 400.0401

99360615 Crankshaft Timing Pin 400.0402
C | 1860617000 Sprocket Aligning Pin 400.0165
D | 2000018200 Crankshaft Timing Pin 400.0161

Engine Timing Tool Kit — Fiat 2.5/2.8 D

A set of tools to suit the following applications:
Fiat/lveco Ducato, Daily, Turbo Daily.

A | 1860638000 Tensioning Tool 400.1388
B | 0178D Camshaft Locking Pin (2) 400.0754
C | MOT1054 TDC Timing Pin 400.0165

Timing Tool Kit

1860 863 000

Flywheel Timing Pin

For use on Fiat Ulysee/Scudo/Ducato 1.9D/TD (94-02)
with engine codes D8B, D9B, DHX, DJY

400.0285

M8 x 35mm Setscrew (2)

400.0286

M8 x 40mm Setscrew

400.0287



= ALFA ROMEO | FIAT | LANCIA

400.0725

including Stilo.

Timing Tool Set — Fiat 1.2 16v
Suitable for engine timing on Fiat models

A [ 1860992000 | Piston Height Gauge (2) 400.0726
B 1860 985 000 Camshaft Setting Tool (2) 400.0727
c 1860987 000 | Tension Tool 400.0728

Engine Timing Tool Set — Fiat 1.4 12v/Lancia 1.4 12V

For use on Fiat 1.4 12v engines as used on Bravo,
Brava and Lancia Ypsilon models (95-) with engine
codes 182 A3000, 182 A5000.

A 1860 899 000 Camshaft Locking Tool 400.9034

B 1860901 000 Crankshaft Timing Tool 400.0441

Engine Timing Tool Set — Fiat 1.7D/TD

To enable the camshaft and crankshaft position
to be fixed during timing belt replacement

on Fiat 1.7D diesel engines as used on Punto
models.

A 1860 932 000 Camshaft Locking Plate 400.0451

B 1860 933 000 Crankshaft Timing Tool 400.0443

400.2025

Engine Timing Tool Set — Fiat 1.9D

To enable the camshaft and crankshaft position
to be fixed during timing belt replacement on Fiat
1.9D diesel engines as used on Tipo, Tempra and
Ducato models.

1860 934 000 Camshaft Locking Plate

1860 933 000 Crankshaft Timing Tool



400.2050

To enable the camshaft and crankshaft position
to be fixed during timing belt replacement on Fiat
1.97D diesel engines as used on Tipo, Tempra and

Engine Timing Tool Set — Fiat 1.9TD

Ducato models.

A 1860 931 000 Camshaft Locking Plate

400.0453

B 1860 933 000 Crankshaft Timing Tool

400.0443

Engine Timing Tool Set — Fiat 1.6 16v

For use on Fiat 1.6 16v twin cam engines on Brava, Bravo,
Marea, Marea weekend, Multipla and Palio models (95-)

Tensioning Tool (400.0444) includes the facility to
interchange the connecting screw from M8 to M10 as

introduced on models from (00-)

A | 1860771000 Flywheel Locking Tool 400.0438
B 1860 874 000 Camshaft Locking Tool Inlet and Exhaust (2) 400.0502
C 1860 876 000 Tensioning Tool 400.0444

Engine Timing Tool Set — Fiat 1.9D/TD

For use on Fiat 1.9D/TD with Peugeot engines on Brava,
Bravo, Marea and Marea Weekend models (96-)

A [ 1860863000 Cranked Setting Pin 8mm 400.0285
B | 186088000 Flywheel Locking Tool 400.0440
C | 1860905 000/010| Crankshaft Timing Tool 400.0442
D 1860 965 000 Timing Pump Locking Pin 400.0554
E M8 x 35mm Locking Screw 400.0286
F M8 x 40mm Locking Screw 400.0287

Z10]0 HOZ3510)

Camshaft Locking Tool Set — Fiat

To enable the camshaft position to be fixed during
timing belt replacement on Fiat 1.7D/TD, 1.9D and
1.9TD diesel engines used on Punto, Tipo, Tempra

and Ducato models.

Supplied with common fixing nut.

A 1860 932 000 Camshaft Locking Tools

400.0451

B 1860 934 000 Camshaft Locking Tools

400.0452

c 1860 931 000 Camshaft Locking Tools

400.0453



ALFA ROMEO | FIAT | LANCIA

400.9005

Variator Socket — Alfa Romeo 16v

This tool enables the safe removal/replacement of
the camshaft variator.

1852 161 000 Variator Socket 400.9005

|
4009007 Sprocket Holding Wrench

This is a multi-application wrench with
variable adjustment.

: Ideal for holding the sprocket whilst releasing and
9 fastening the fastener which retains the sprocket.

2

1822 146 000

1842 128 000 Camshaft Sprocket Holding Tool 400.9007
1860 831 000

400.9026 TDC Indicator

An essential tool for measuring the cylinder
position at TDC on multi-valve engines.

This Adaptor is for use with Dial Test Indicator

; I 400.9004 (not included).

4009027 TDC Indicator

An essential tool for measuring the cylinder
position at TDC on multi-valve engines. This S —
Adaptor is for use with Dial Test Indicator
400.9004 (not included).

- — * For use on: Fiat Brava, Bravo 1.6/1.8 16v (95-)

Bravo, Marea, Marea Weekend, Coupe 2.0 20v
and Turbo (94-)




400.9004

Dial Test Indicator

41mm diameter x 0.8mm x 0.01lmm

A precision tool for finding TDC (Top Dead Centre)
on petrol and diesel engines.

Also useful for checking run out on brake discs.

400.1000

Timing Tool Set — Fiat 1.2 & 1.4 8v

This new tool set enables the correct valve timing when servicing
and | or replacing the timing belt on many models including:

500 | Idea | Grande Punto | Linea |
Doblo | Panda with engines
169A4000 | 199A4000 | 350A1000 |
(EVO2 — 188A4000 (07-).

Also suitable for Ford Ka 1.2 (09-).

A ; ?gg 322 238 Crankshaft Locking Tool 400.1005

A E ‘e B ; ?gg 323 jgg Camshaft Setting Bracket 400.1002

I ¢ 2 ?gg (7)(5]3 ggg (C@rg?haﬂ Sprocket Locking Tool 4001003

B D | 2000004300 |Camshaft Cover Alignment Tool 400.1004

H E E 1860987 000 | Tension Tool 400.0728

D ' F M10x20 screw 400.1006
€ G M8 x 20 Set screw (3) 400.1009

H M6 x 30 Set screw (4) 400.0854

21010 Jp22Z10]0)

Engine Timing Tool Set —
Fiat/Alfa 1.6/1.9/2.0/2.4 JTD

Cam belt and perform complete
cylinder head rebuilds whilst
maintaining the correct valve
timingon 1.6 / 1.9/ 2.4 JTD
Multijet Diesel engines on Fiat
and Alfa Romeo SOHC / DOHC.

For use on Fiat/Alfa JTD multijet
diesel engines 1.6 / 1.9/ 2.4
SOHC / DOHC.

Fits a wide range of models.

1860 898 000

Check and adjust the Camshaft EEHWM:"
timing, remove and replace the J

Flywheel Holding Tool

400.2402

B 1870 896 900

Camshaft Alignment Pins (2) | 400.0781

1860 905 000 |
1860905010

Crankshaft Alignment Tool

400.0554

EN-46788/1 860 905 000

Camshaft Cover Alignment Tool | 400.0780




psaA  CITROEN | PEUGEOT

400.1650

MASTER

4507-TJ, 0132X, 0132X1Z, 9767.89

Tensioning Tool 8mm Sq 400.0153

Engine Timing Tool Set — PSA

The most comprehensive 36 piece compilation set of engine
timing tools to suit PSA — Citroén, Peugeot car and van range of

most petrol and diesel engines.

With many camshaft aligning tools, tensioning tools, crankshaft
alignment tools and flywheel locking tools suitable for use on
most petrol and diesel engines.

B 0132Q, 5711-TA Crankshaft Timing Pin 6mm 400.0156
C | 0132R, 4507-TB, 9767.27 Crankshaft Timing Pin (2) 400.0157
D 7014-T™ Crankshaft Timing Pin (2) 400.0158
E 0132Qz, 4507-TA Flywheel Locking Pin 400.1355
F 0189-C Flywheel Locking Pin 400.1356
G 0153G, 0153Y, 0153N, 0188D Crankshaft Timing Pin 8mm 400.0285
H/l | 7004-TG, 7014-TJ, 7017-TR, 9767.35 Locking Setscrew M8 (3) 400.0286
J 7017-TR Crankshaft Timing Pin 7mm 400.1360
K | 0153N, 0188D, 0188Y, 0288D, 7099-TM | Crankshaft Timing Pin 8mm 400.1361
L 0188X Setscrew M8 x 70mm 400.1362
M | 0118X Crankshaft Timing Pin 400.1363
N | 0132AB, 4527-TS2, 5711-TD, 0118X Injection Pump Timing Pin (2) | 400.0165
0 |[0188-H Crankshaft Timing Pin 400.0554
P 0189-B Crankshaft Timing Pin 400.0580
Q 4527-T-$1 Injection Pump Timing Pin 400.1375
R | 0132AJ1, 4533TACT Crankshaft Timing Pin 400.1376
S [ 0132AJ2, 0188M, 4533-TAC2 Camshaft Timing Pin 400.1377
T |[5711-TC, 9041-TZ Crankshaft Timing Pin (2) 400.1378
1} 0189-A Crankshaft Timing Pin 400.1379
v 0189AZ Crankshaft Timing Pin 400.1380
W [ 0189-L Inlet Camshaft Timing Pin (VTC) | 400.1381
X 0178E, 0188J/J1, 5711-TE Tensioner Adjuster 400.1382
Y 0134AF, 0188F, 9044-T Flywheel Locking Tool 400.1383
z 0188J2 Tensioner Adjuster 400.1384
AA | 7017-TW Tensioner Adjuster - 8mm Hex | 400.1385
AB ?L;géATﬁDows HIF 0T Ok, Ot Timing Belt Retaining Clip 400.1386
AC | D86, 0153A, 6012T, 9765-54, 9044 Flywheel Locking Tool 400.0436
AD | 0188P/P2, 7015T Crankshaft Pulley Remover 400.1387

400.1750

Engine Timing Tool
Set - Citroén/Peugeot
(2nd Generation

EW 16v petrol)

This set of tools enables
the correct engine timing
to be made when replacing
the timing belt.

Suitable for use on most
popular cars with 2nd
Generation EW 16v petrol
engines.

0189-C Flywheel Locking Pin 400.1356
0189-R Flywheel/Drive Plate Locking Pin| 400.1752
0189-S1 Tensioner Adjusting Tool 400.1753
0189-S2 Tensioner Locking Too 400.1754

0132-AB, 4527-TS2,
5711-TD

Camshaft Locking Pin 5mm (2) | 400.1755

0189-B

Crankshaft Timing Pin

400.1756

0132.AJ2, 0188-M,
4533-TAC2

Tensioner Setting Pin

400.1757

0189-A

Camshaft Timing Pin

400.1758

0189-AZ

Camshaft Timing Pin

400.1759

0189-L

Inlet Camshaft Timing Pi

n (VTC) | 400.1760

0132.AK, 0163-AK,
0187-J, 0188-K,

4533-TAD

Timing Belt Retaining Cli

D 400.1386




400.0200

CITROEN | PEUGEOT

PSA

Specifically compiled for use on the popular petrol engines
to enable the timing pulleys to be locked in place whilst
servicing the camshaft or cam-belt replacement.

Part No. 400.0153 is used when tensioning the cam-belt

and is used in conjunction with a 2kg weight.

Suitable for use on the following vehicles:

405: 1.6 and 1.9, 309 Gti, 405 Mil.6

Petrol Engine Locking Tool Kit — Citroén, Peugeot

Citroén AX 1.0, 1.1, 1.4, BX 16, 19, BX 16 Valve
Peugeot 106, 205, 405: 1.0, 1.1 and 1.4, 205, 305, 309,

4507-TJ, 0132, 0132X1Z, 9767.89 Tensioning Tool 8mm S 400.0153
0132Q, 5711-TA Crankshaft Timing Pin 6mm 400.0156
0132R, 4507-TB Crankshaft Timing Pin (2) 4000157
7014-TM Crankshaft Pin (2) 400.0158
A set of tools to suit the following MULTI-USE

applications: Jumper, Relay, Boxer.

See Fiat, Iveco,
Renault

A | 1860638000 Tensioning Tool 400.1388
B | MOT1054, MOT863, MOT861 Camshaft Locking Pin (2) 400.0165
¢ | 0178D TDC Timing Pin 400.0754

400.9001 ' —
X
&

the tension.

4533-TZ

Valve Spring Compressor

Valve Spring Compressor — Citroén, Peugeot

Essential when changing the timing belt to
ensure that the valves are cleared away from
contact with the camshaft before setting

For models Citroén Xsara Ax, Saxo 1.4/1.6,
Berlingo 1.4 (94-) Peugeot 206 1.1/1.4/1.6 (98-)

400.9001

400.0375

MULTI-USE

See Land Rover
Jaguar

Engine Timing Kit

Engine Timing Kit — Peugeot/Citroén 2.7D engines
on 407/607 Coupe (04-08) and Citroén C6 with

engine codes DT17TED4 (UHZ)

A 303-1132

Camshaft Sprocket Alignment Tool

400.0376

303-1126/0195H

Camshaft Sprocket alignment Pins (2)

400.0377

303-1117

Flywheel Locking Tool — Automatic Tensioner

400.0378

303-1116

Flywheel Locking Tool - Manual Tensioner

400.0379

0195K Flywheel Locking Tool

400.0380

0195C Coolant Pump Pulley Pin

400.0381




CITROEN | PEUGEOT

PSA

400.1350 MASTER

Engine Timing Tool Set — PSA

This latest comprehensive set of engine timing
tools has been compiled to include the latest
engines fitted to PSA models including 2nd
generation EW 16v petrol and 2.5/ 2.7/ 2.8
diesels.

4507-TJ, 0132X, 0132X1Z,

A 9767.89 Tensioning Tool 400.0153
B 0132Q, 5711-TA Crankshaft Timing Pin 6mm 400.0156
¢ | 0132R, 4507-T8, 9767.27 gﬁ?fzh)aﬁ/ Crankshaft Timing 4000157
D 7014-TM Camshaft Timing Pins (2) 400.0158
E 0132QZ, 4507-TA Flywheel Timing Pin 400.1355
F 0189C Flywheel Locking Pin 400.1356
0153G, 0153N, 0188D,
G 0153Y, 7004-TG, 7014-TJ, | Cranked Setting Pin 8mm 400.0285
7017-TR, 9767.34
H M8 x 35mm Locking Screw 400.0286
| M8 x 40mm Locking Screw 400.0287
J 7017-TR Flywheel Timing Pin 7mm 400.1360
K %gg{m* i), @Dl Flywhesl Timing Pin 8mm 4001361
L 0188X M8 x 70mm Setscrew 400.1362
M 0118X Flywheel Setting Pin with Spring 400.1363
N 0189R Flywheel/drive plate locking tool 400.1364
0 018951 Tensioner pulley adjusting tool 400.1365
P 018952 Tensioner pulley locking tool 400.1366
Q 0195K Flywheel Locking Tool 400.0380
R 0196C Coolant Pump Pulley Pin 400.0381
S 0195H Camshaft Sprocket Timing Pins 400.0377
T 0188AH Crankshaft Sprocket Centraliser | 400.1370
U 0188AD Belt Retaining Tool 400.1371
v %?%’:?&52”82' 57111 Gamshat Locking Pin 4000165
w 0188H Timing Pump Locking Pin 400.0554
X 0189B Camshaft/Crankshaft Timing Pin | 400.0580
Y 4527-TSt Injection Pump Timing Pin 400.1375
z 0132AJ1, 4533TACT Camshaft Timing Pin (CA1) 400.1376
AA %1%2’“2' O188M, 4533~ | et Timing Pin (CA2) 4001377
AB | 5711-TC, 9041-TZ Camshaft Timing Pins (2) 400.1378
AC | 0189A Camshaft Timing Pin 400.1379
AD | 0189AZ Camshaft Timing Pin 400.1380
AE | 0189L Inlet Camshaft Timing Pin (VTC) 400.1381
AF | 0178E, 0188J/J1, 5711-TE | Tensioning Lever 400.1382
0134AF, 0188F, 9044-T Flywheel Locking Tool 400.1383

0188J2

Tensioning Lever Hdi

400.1384

7017-TW

Tension Wrench 8mm Hex

400.1385

AJ

0132AK, 0153AK, 0187J,
0188K, 0189K, 4533-TAD

Timing Belt Retaining Clip

400.1386

AK

0188P, 0174, 7015-T,
0188P2

Flywheel Pulley Puller

400.1387

1860 638 000

Tensioning Tool

400.1388

D86, 0153A, 6012T, 9765-54

Flywheel Locking Tool

400.0436




RENAULT

400.1800 MASTER

MOT1489 Crankshaft Timing Pin
B Locking Screw M6 x 30mm 400.0753
C Locking Screw M8 x 70mm 400.1362
D [MOT910 Flywheel Locking Pin 400.1804
E | MOT910 Injection Pump Setting Pin 400.1805
F | MOT861/863 Flywheel Locking Pin 400.0754
G | MOT1318 Flywheel Locking Pin 400.1807
H | MOT1340 Flywheel Locking Pin 400.1808
| MOT1135-01 Tension Wrench 400.9021
J | MOT1386 Tensioner Adjuster 400.1810
Engine Timing Tool Set — Renault K [ MOT1348 Tensioner Adjuster 400.1811
This comprehensive engine timing tool set includes sixteen important L | MOT1337 Camshaft Locking Tool 400.1812
Lol for camehaft algrment, enonig, and crankshalt algnment ) e e
Petrol — 1.2/1.4/1.7, 1.4/1.6/1.8/2.0 16v, 2.2 8v, 2.5 20v N_|MoT4%6 Camshaft Looking Tool 4001814
Diesel — 1.9 D/TD, 2.1/2.2 D/TD, 2.5 D/TD, 2.8 D | 1O Tensioner Adjuster el
P | MOT1490-01 Camshaft Sprocket Alignment Tool| 400.9022

400 . 1450 Engine Timing Tool Set — additional tray to 400.1800

This Master set of engine timing locking tools has been updated to
include applications for the latest Renault dCi engines

Q MOT1538 Hi-Pressure Pump Pin Assy 400.0757
R MOT1536 Crankshaft Timing Pin 400.0758
%ﬂﬂl o S MOT1537 Exhaust Camshaft Setting Tool| 400.0759

&b (| [+ [morisa Inlet Camshatt Setting Tool | 400.0760
Y
(3] U | MoT1430 Locking Pin 4000580
oc?
v MOT1543 Pre-Tensioning Tool 400.9023

[ ﬁ s | | G B w MOT1705 Cover Nr.4 400.9024
E ® ‘ ’ X MOT1526 Camshaft Alignment Tool 400.1925
%:m:n — g @ @ Y |MoTi8o1 Camshaft Sprocket Lock 400.9025

—wr——

z MOT1200-01 Inj. Pump Sprocket Lock 400.9016




400.0750

MULTI-USE

See Opel

Timing Tool Set — Renault dCi

This set of tools enables the correct engine timing
to be made when servicing the range of Renault dCi
diesel engines including Megane, Scenic, Espace,
Master 1.5/1.9/2.2/2.5

MOT1489 Crankshaft Timing Pin 400.0751
B Tensioning Screw M6 x 30mm 400.0753
C MOT1054 Flywheel Locking Pin 400.0754
D MOT1430 Camshaft Timing Pin 400.0580
E MOT1543 Tension Pre-Setting Tool 400.9023
F MOT1538 Hi-Pressure Fuel Pump Pulley Locking Pin| 400.0757
G MOT1536/KM6203 Flywheel Setting Pin 400.0758
H MOT1537/KM6204 | Camshaft Locking Tool - Exhaust 400.0759
| MOT1534/KM6205 | Camshaft Locking Tool - Inlet 400.0760

400.0950

Master Engine Timing Tool Kit —
Renault 2.0 dCi

This engine timing tool set includes
important tools for chain driven dCi
diesel engines.

Chain Tensioner Locking Pin 2.96mm 400.0956
EN-48334
B KM 956-1 Crankshaft Pulley Holding Tool 400.0954
EN-48334
I Camshaft Setting Plate 400.0952
D gﬁzggf Camshaft Gear Alignment Tool 400.0955
E Aucxiliary Belt Tensioner Locking Pin 400.0953
N (O T Crankshaft Locking Pin 400.0951
4mm Hex Key 400.0957
M6 X 40 Set Screw 400.0958




RENAULT

400 1900 Engine Timing Tool Set — 3.0 litre V6 24v

MULTI-USE engines
This set of seven tools enables the correct engine
See PSA timing to be performed on Renault Laguna,

Safrane, Espace (L7X engine) when changing
the timing belt.

A |- M8 x 35mm HT Setscrew 400.0286

* 4 B |- M8 x 80mm HT Setscrew 400.1362

/ - [H MOT1430 Camshaft/Crankshaft Timing Pin (5) 400.0580
' —~—— E D |MOTI430-01 | GaugePin 4001904
E MOT1436 Timing Belt Retaining Clip 400.1386

B F MOT1428 Camshaft Pulley Holding Tool 400.1906

G | MOT1429 Tensioning Fork 400.1907

Special Timing Tool Kit — Renault Twin Cam 16v

This kit of four tools enables the correct engine timing to be
performed on Renault K4J, K4M and F4P, FAR engines, when
changing the timing belt. The set includes crankshaft timing
pin, TDC timing pin and camshaft setting bar plus the new
bracket specifically for the Clio III with K4M 813 engine from
2003 onwards.

A | MOT 1489 Crankshaft Timing Pin 400.0751
B | MOT 1054 Crankshaft Timing Pin 400.0754
C | MOT 1496 Camshaft Setting Bar 400.1814
D [ MOT1750 Mounting Bracket 400.1879

400 1925 Engine Timing Tool Kit — Renault

Specifically designed for Renault Laguna/Megane 2.0 IDE with
F5R engine

Manufactured between 1999-2005

MOT1526 Mounting Bracket 400.1926
B | MOT 861 TDC Timing Pin 400.0754
MULTI-USE

Tension Tool Kit — Renault
Trafic/Master 2.5/2.8D

See PSA,
Fiat and Opel

1860 638 000 Tensioning Tool 400.1388
C - -} B MOT910 Camshaft Locking Pin 400.0754
J
MOT1054 TDC Timing Pin (2) 400.0165 I
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400.9023

Timing Belt Pre-Tension Tool — Renault 1.9 dCi

For use on models Mégane, Laguna, Laguna 11
and Espace.

MOT1543 Tension Pre-set Tool 400.9023

400.9024

Cover No. 4 for Renault

This new Cover (OEM Code. MOT 1705) gives
increased application to the Timing Belt Tensioning
Tool 400.9023 to cover many models including
Kangoo, Clio Il, Mégane |1, Scénic Il, Laguna,
Laguna II, Espace III, Espace IV, Avantime, Trafic
II, Master II fitted mainly with engine codes FOQ
and range X56, X64, X65, X66-166, X66-J66/F9Q,
X70, X74, X76, X81, X83 and X84.

Additional tool to 400.9023 and 400.0750

MOT1705 Timing Belt Tensioning Cover 400.9024

400.1850

Timing Tool kit

A Timing Tool kit for use on Renault Laguna/Safrane 2.0 16v
(N7Q) and 2.5 20v (N7U)

MULTI-USE
A MOT1340 Crankshaft Timing Pin 400.1808
B MOT1348 Tensioning Tool (Auxiliary Drive Belt) 400.1811
C MOT1337 Camshaft Setting Tool and Bolts 400.1812

400.9022

Camshaft Pulley Setting Tool

Holds two pulleys in place whilst changing the
Cam Belt.

Renault Clio, Laguna, Megane 1.4/1.6 16v

MOT1490-01 Camshaft Pulley Setting Tool 400.9022




RENAULT

400.9025

Camshaft Sprocket Locking Tool

Required for Renault Megane 11, Laguna Il and
Scenic Il with Turbo 2.0 engines manufactured
from 2002-2008.

Engine Codes FAR770/771
and F4Rt776/784/786/787

400.9025

MOT 1801 Camshaft Sprocket Locking Tool

400.9016

Injection Pump Sprocket Locking Tool —
Renault 1.9 DTi

For use on many current models with engine
codes FOQ (99-03)

Clio, Megane, Laguna, Kangoo.

400.9016

MOT1200-01 Timing Injection Pump Holder

400.9021

3
N

Tensioning Tool

Tensioning Tool for use on many Renault models.

400.9021

MOT1135-01 Tensioning Wrench




MASTER

Engine Timing Tool Set — BMW Petrol and Diesel engines

A comprehensive set of 14 tools suitable for both SOHC and Twin
Cam applications.

The comprehensive application list for this set covers 3/5/7 series,

X3/5, Z23/4, 840i/850i with E20/E31/E32/E34/E36/E38/E46/E84
petrol engines. Plus 1/3/5/7 Series. X3/5 with E28/E34/E36/E38/
E39/E46/E53/E65/E66/E83 diesel engines.

112 300 Crankshaft TDC Setting Pin

112240 Camshaft Locking Tool - Exhaust

113190 Camshaft Locking Tool - Petrol

113320 Camshaft Locking Tool - Diesel
E | 114220/113390 | Primary Timing Chain Pre-load Tool 400.0480
F [115490 VANOS Unit Engagement Wrench 400.0481
G | 113290/113292 | Tensioner Pin (2) 400.0482
H | 113090 Camshaft Locking Tool 400.1483
| 116 320 Camshaft Locking Tool 400.1484
J 116322 Locking Clamp 400.1485
K |[113340 Tensioner Pin (2) 400.1486

400.1050

Valve Timing Tool Set — BMW 1.6/1.8/2.0
For use on chain driven petrol engine models:

316/316ti Compact (E46) with engine code:
N42 B18A/N46 B18

318i/318ti Compact (E46) with engine code:
M42 B20A, N46 B18, N46 B20

118i/120i (E81/82/87) with engine code: N46 B20B, N46T B20

318i/320i (E90/91/92/93) with engine code:
N46 B18B/N46 B20B

Z4 2.0 (E85) with engine code: N46 B20
X3 (E83) 2.0 with engine code: N46 B20B

A 115120 Flywheel Timing Pin 400.0126
B | 119190 Flywheel Timing Pin 400.1052
C | 119340 Timing Chain Pre-tensioning Tool 400.1053

D |[119292 Inlet Camshaft Alignment Tool 400.1054

E |119350 Sensor Gear Alignment Tool 400.1055

F [119291 Exhaust Camshaft Alignment Tool 400.1056

G [119293 Camshaft Alignment Tool Bolt M8 x 25 400.1057




400 0475 Engine Timing Tool Set — BMW

This comprehensive 9 piece set of tools enables
the correct timing positions to be achieved on both
camshaft and crankshaft whilst servicing both petrol
and diesel engines. It includes a special Wrench

for the controlled turning of the exhaust camshaft
sprocket when removing and installing the VANOS
unit and includes a Primary Timing Chain Pre-load
tool for tensioning the timing chain on M50, M52,
M42 and M60 engines.

For use on many models including:
316i, 318i, 518i with engines M40, M43

316i, 318Ti, 320i, 323i, 325i, 328i, 520i, 523i, 525i
and 528i with engines M42, M44, M50 and M52

Diesel models 325 and 525 with M51
engines which are also used in Range Rover
and Opel Omega.

A 112 300 Crankshaft TDC Setting Pin 400.0126
B 112240 Camshaft Locking Tool - Exhaust 400.0127
[H 113190 Camshaft Locking Tool - Petrol 400.0478
D 113320 Camshaft Locking Tool - Diesel 400.0479
E 114 220/11 3390 | Primary Timing Chain Pre-load Tool 400.0480
F 115490 VANOS Unit Engagement Wrench 400.0481
G 113290/11 3292 | Tensioner Pin (2) 400.0482

Valve Timing Tool Set — BMW 2.5/3.0

An additional set of tools used in
conjunction with 400.0125 (below) for
locking the engine timing on M52, M54
with engine codes 22 6S1, 25 6S5, 30 6S3.

A 114220 Timing Chain Pre-tensioning Tool 400.0480
B 11 3292 Tensioner Pin 400.0482
C 116150 Camshaft Timing Setting Tool 400.1078
D 116180 Camshaft Sprocket Alignment Tool 400.1079
E 0132QZ, 01322, 4507-TA | Compressed Air Connector 400.1080

4000125 Engine Tool Set — BMW Twin Cam

Twin Cam setting bracket and crankshaft
locking pin.

Suitable for use on BMW M42, M44, M50 and M52
engines as used in 316iS, 318Ti, 320i, 323i, 325i,
328i, 520i, 523i, 525i, 5281 models from '91 on.

112 300 Crankshaft Locking Pin 400.0126

112240 Camshaft Clamp Assembly 400.0127



4009090 Engine Timing Tool Kit for BMW Mini One,
Cooper, Cooper S 1.6 petrol engines

Specific timing tool kit for BMW Mini fitted with
W10B16AA/BA engines from 2001-2006.

118250 Camshaft Sprocket Holding Tool 400.9091
B |118370 Engine Support Bracket 400.9092
C 118240 Tensioner Assembly Tool 400.9093

400 0925 Engine Service
- Tool Set — 2 A k)
o 1|
BMW Mini T
. . '_‘-—-_.__‘__‘_. \

This set is for use = mn =\ \ \
on Mini and Mini . Bt T P
Cooper models and /E\ = s S b
is essential when l - |
conducting engine \\ 5 [:E o
service. =
A 118410 Serpentine Belt Tensioner 400.0926|
B 118390 Camshaft Pulley Loosening Tools (Cooper R50/R53)| 400.0927,
c Tensioner Locking Pin 400.0928
D Locking Pin 400.0929
E Supercharger Pulley Remover 400.0930

Timing Tool Set — BMW Diesel engines

For use when servicing the engine and when the correct
timing positions of camshaft and crankshaft is required.

Suitable for use on the following BMW models:
318D (E46) 2.0 2000-2005

with 20 4D 1 (M47)
engine codes
[}

320D (E46) 2.0 1998-2002 il
with 20 4D 1 (M47)
engine codes D
Also suitable on Land Rover

[ A
Freelander and Rover 75

A 112 300 Crankshaft TDC Setting Pin 400.0126

=

B 116 320 Camshaft Locking Tool 400.1484

4 116322 Locking Clamp 400.1485

113340 Tensioner Pin (2) 400.1486




4002350 Engine Timing Tool Set — BMW 2.0

Diesel il
An engine timing tool kit specifically C
introduced for the current generation il
of BMW 2.0 diesel engines. .
Applications include: BMW 2.0 M47 / —
M47S (2007-2010). D
Pump pulley removal tool included. %
L A ]
[ID_OEM Code Description ___________ Part
A [ 112300 Crankshaft TDC Setting Pin 400.2351
B 116320 Camshaft Setting Plate 400.2352
[ 116 322 Locking Clamp 400.1230
D 113340 4.0mm Tensioner Retaining Pin (2) 400.2354
E 115180 Flywheel Locking Pin Type 1 400.2355
F 116080 Flywheel Locking Pin Type 2 400.2356

Flywheel Locking Pins

An engine timing tool kit specifically introduced for the these 2 flywheel
locking pins are required to extend the coverage of the part No. 400.1500.

The exact pin required is not always identified by Autodata and other
technical sources therefore both pins are required to give the full choice.

Which pin is required is dependent on transmission type and there are
many different types of transmission.

115180 Flywheel Locking Pin Type 1 400.2376
116 080 Flywheel Locking Pin Type 2 400.2377
400 . 0875 Engine Timing Tool Set — BMW/Mini Cooper N14/PSA

This new tool set enables the correct valve timing on these
popular 1.6 turbo petrol engines code N14 / R56.

Also Peugeot 207 / 308 and Citroén C4 with engine codes
EP6 and EP6 DT / DTS.

= QOO0

\IIE/
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A (119550 Camshaft Locking Tool - Inlet 400.0876

B |119551 Camshaft Locking Tool - Exhaust 400.0877

119552

Support Clamp BMW

119590 Crankshaft Setting Pin

Mg x 30 Setscrew (3)



400.0850

Engine Timing Tool Set — BMW/Mini Cooper N14/PSA

This new tool set enables the correct valve timing on these
popular 1.4 and 1.6 Valvetronic petrol engines code N12.

Also Peugeot 207/308 and Citroén C4 with engine codes EP3
and EP6.

A 119540 Camshaft Alignment Tool Item 2 of 2 400.0852
B [119540 Camshaft Alignment Tool ltem 1 of 2 400.0853
C M6 x 30 Setscrew 400.0854
D 119 590 Crankshaft Setting Pin 400.0851

400.2475

Engine Timing Tool Set —
BMW Mini (Diesel)

This kit has been designed to allow
the user to replace the timing belt on
these engines.

The W16D engine is a twin camshaft 16v engine but only

¥

gne pf the camshafts is drl_ver! by the'belt, the other shaft A 0194A/11 9790 Grankshaft Timing Pin 400.0580
is driven by a transfer chain situated in the head.

. . . . B [ 0194B /11 0300| Camshaft/High Pressure Fuel Pump Timing Pin (2 400.0165
This kit has been developed to time the engine for belt Y P 9Pn@
replacement only. 119851/ Flywheel Holding Tool / Fixing Bolts for Flywheel

¢/ 119852 Holding Tool Ri0S

Engine Timing Tool Set — BMW N62 N73

This kit holds the valve timing whilst maintaining the correct
timed position of the Camshafts and Crankshaft.

119 461

Inlet Camshaft Setting Tool 400.2552

B 119462 Exhaust Camshaft Setting Tool 400.2553
c 119463 Holding Screw for Camshaft Tools 400.2554
D 119190 Crankshaft Pulley Setting Tool 400.1052




Engine Timing Tool Set — BMW 2.0 N47 / N47S
(D20A)

An engine timing tool kit specifically introduced for the
current generation of BMW 2.0 diesel engines.

Applications include BMW 2.0 N47 / N47S (2007-2010).
Pump Pulley Removal Tool included.

115320 Flywheel Plate Timing Pin 400.1228
B 118760 Camshaft Alignment Tool 400.1229
C 116 480 Crankshaft Pulley Turning Tool 400.1226
D 118030 High Pressure Pump Sprocket Removal Tool 400.1227
E 113340 Tensioner Locking Pins x 2 400.1230

Engine Timing Tool Set — BMW 1.6 petrol - B16-
B16A- B16 AC

For enabling the correct valve timing to be set on twin
camshaft petrol engines used in the following models
116i E81/E97 / 316i E46/E90 / 316Ci/316 ti E46.

A 117 251 Camshaft Locking Tool, inlet 400.1176
B 117252 Camshaft Locking Tool, exhaust 400.1180
C 119190 Flywheel Locking Pin 400.1182

D 117260 VANOS Sensor Setting Tool 400.1179

M6 x 30 Bolt (3)

400.1181

M8 x 25 Cap head screw 400.1183

M6 x 55 Set screw (2) 400.1184

119340] 119341 | Chain Tensioner Tool 4001177



MERCEDES BENZ/CHRYSLER

400.1025

Timing Locking Tool Set — Mercedes Benz

A timing locking tool set which covers a large range of
models in the Mercedes Benz range including Petrol and
Diesel engines.

Set includes Flywheel Plate Locking Tools and Camshaft
Locking Pin Set.

A | 601589024000 Locking Tool ¢/w Bolts M6 x 90mm (2) 400.1026
B | 602589004000 Flywheel Plate Locking Tool 400.1027
c 115689031500 Camshaft Locking Pin Set (2) 400.1028

Timing Locking Tool Set — Chrysler

A timing locking tool set which covers Chrysler PT
Cruiser 2.2 CRD and Jeep Grand Cherokee 2.7 CRD.

B o O C
D, Set includes Flywheel Plate Locking Tools and Camshaft
Locking Pin Set

|

[
[l
O
(@)
20T D

p
/,”H 7 A 8932 Locking Tool ¢/w Bolts M6 x 90mm (2) 400.1026
§ @
M B | 8933 Flywheel Plate Locking Tool 400.1027
(&3248) 4 o
C |[8929 Camshaft Locking Pin Set (2) 400.1028
400 2450 Engine Timing Tool Set — Chrysler & LDV 2.5

CRD- 2.8 CRD

Engine timing locking tool kit for Chrysler 2.5
Common Rail Diesel engines fitted to Chrysler
Voyager / Grand Voyager and LDV Maxus.

For use on Chrysler 2.5CRD diesel engines with
engine codes R2516C / R25161.

Fitted to Voyager / Grand Voyager and LDV MAXUS
Essential tool.

VM 1068 | LDV196 Flywheel Locking Pin 400.2452

VM 1089 | LDV196 Flywheel Locking PinTool 400.2451

VM 1053 | LDV193 Camshaft Locking Pin - Exhaust 400.2454

VM 1052 | LDV192 Camshaft Locking Pin - Inlet 400.2453

VM 1074 400.2455

Cam belt Holding Tool

VM 9660 | H2587 Belt Tensioner Wrench 400.9008
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400.2225 MASTER

Engine Timing Set — Volkswagen Audi Group

A new very comprehensive tooling set with over seventeen pieces
specifically designed for camshaft alignment, injection pump alignment,
flywheel locking and tensioning on Audi, Seat, Skoda and Volkswagen
petrol and diesel engines:

Petrol — 1.4/1.6/1.8 Turbo, 2.0/2.2/2.3, 1.8/2.0 16v, 2.6/2.8
Diesel — 1.0/1.2/1.3/1.4/1.9TDi, 1.7/1.9SDi, 2.5TDi and 2.8 30v
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A | V159/3387 Tension Wrench 400.9008
B | U-30009/3387 Tension Wrench 400.9010
C |3242 Crankshaft Locking Tool 400.0159
D | 3458 Camshaft Aligning Tool (2) 400.0160
E Shim Set (2) 400.0258
F | U-20003/2064 15.4mm Injection Pump Setting Pin 400.9015
G | U-40021/2065A Camshaft Setting Bracket 400.9017
H [ U-40074/T20102/3359 Injection Pump Pulley Timing Pin 6mm | 400.9018
| 23-058/310-084/T10008 | Tensioner Locking Tool 400.9019
J | T10016/T10014 Camshaft Locking Tool 400.9020
K | T20038/3418 Camshaft Setting Bracket 400.9044
L | T10050/310-085/23-069 | Crankshaft Pulley Locking Tool 400.0615
M Setscrew M5 x 60mm 400.0634
N Stud and Nut 400.0635
0 | T20046 Tensioner Pin 400.0355
P | 3369 Support Guides (2) 400.0637
Q | T10100 Crankshaft Pulley Locking Tool 400.1415

400.0625

Engine Timing Set — Volkswagen Audi Group

This kit of twelve tools is required for petrol and diesel engine service
including timing belt replacement on models as detailed below:

Audi A2 1.2/1.4TDI, A3 1.9TDI (96-), A3/A4 and A6 1.9TDI (99-), Seat
Toledo 1.9 TDI (99-) Skoda Octavia 1.9 SDI/TDI (96-), Volkswagen Golf/
Bora 1.9 SDI/TDI, New Beetle 1.9 TDI (97-), Lupo 3L 1.2 TDI, Lupo/Polo
1.4 TDI, Golf/Bora 1.9 TDI (99-)

This set also covers older 1.9D models (76-)

A | U-30009/T10020/V.159/3387

Tension Wrench

400.9008

B [ T20102, 3359, U-40074

Injection Pump Pulley Timing Pin

400.9018

C [ 23-058, T10008, 310-084

Tensioner Locking Tool

400.9019

D | T10016/T10074

Camshaft Locking Tool

400.9020

E [ 23-059, T10050, 310-085

Crankshaft Pulley Locking Tool

400.0615

F | T20038, 3418

Camshaft Setting Bracket

400.9044

G | U-20003, 2064

Injection Pump Pulley Timing Pin

400.9015

U-40021, 2065A

Camshaft Setting Bracket

400.9017 |

Setscrew M5 x 60mm

400.0634

Stud and Nut

400.0635

Tensioner Pin

400.0355

Support Guides (2)

400.0637
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400.2300

Valve Timing Tool Set — Volkswagen Audi Group FSI

A comprehensive set containing the necessary tools to
service FSi engines fitted to Volkswagen Polo, Golf Touran,
Passat; Skoda Octavia and Audi A3 with 1.4/1.6 engines
(Codes AXW, AXU, BAG, BLF, BKG, BLN, BLP)

Audi A3, A4, A6, Volkswagen Golf, Passat and Touran with
2.0 engines (Codes AXW, BHD, BMB, AWA, AXX, BPY, BWA)

Audi A6, A6 Quatro with 2.4 engines (Code BDW), Audi A4,
A6, A8 with 3.2 engines (Codes: AUK, BKH)

Plus TFSI 2.0 engines fitted to Audi A4, A6 and Volkswagen
Passat (Codes BUL, BPJ, BGB, BWA, BWE)

SKODA

A | T10020/V.159 Tensioner Wrench 400.9011
B | VAS 6079 Dial Test Indicator 400.9004
C [T10170 Piston Height Adaptor 400.9027
D | T40011 Tensioner Pin 400.0355
E | T10171 Camshaft Alignment Tool 400.1427
F/G | T40070 Camshaft Alignment Tools (2) 400.1428
H | T40069 Crankshaft Locking Tool 400.1429
| T40071 Timing Chain Tensioner Locking Pin 400.1430
JIK | T10252 Camshaft Alignment Tool 400.1420
L [T10115 Tensioner Pin 400.0902
M | 3366 Chain Tensioner Retainer 400.1421
N [ T10092 Chain Tensioner Retainer 400.1422
0 | T40058 Crankshaft Pulley Bolt Adaptor 400.9043
P | T10060/A Tensioner Pin 400.1425

ESIVARS] |

400.2200

Engine Timing Tool Set — Volkswagen Audi

Group 1.4/1.6 FSI, 1.4 TSI

This new set is for use on both 1.4/1.6 FSI and TSI
engines.

The additional tools increase the application list to
include Volkswagen Polo, Golf, Golf Estate, Golf Plus,
Jetta, Passat, Eos, Tiguan and Touran, Audi A3 1.6,
Skoda Fabia Il 1.6, Octavia Il and Roomster with
engine codes: AXU, BAG, BKG, BLF, BLG, BLN, BLP,
BMY, BTS, BWK, CAXA, (03-)

VAS 6079

Dial Test Indicator 400.9004

B | T10170 Dial Gauge Holder 400.9027

T10171 Camshaft Alignment Tool 400.1427

T40011 Tensioner Locking Pin 400.0355

T10341 Crankshaft Locking Pin 400.2205

T10340 Guide Pins (2) 400.2206



VOLKSWAGEN | AUDI

400.2175

SEAT | SKODA VvAG

Engine Timing Tool Set — Volkswagen Audi
Group 2.0 FSI

A set of timing tools specifically for 2.0 direct
injection, 4 cylinder engines.

Applications include:
Audi A3 (-04) Volkswagen Golf/

Touran (04-) *

Optional:
400.9007 Camshaft Pulley
Wrench (OEM Code 3036)

g B
o G

I

A T10020/V.159 Two Pin Wrench 400.9011
B T40011 Tensioner Locking pin 400.0355
C | T10252 Camshaft Alignment Tool 400.1420
D | 3366 Chain Tensioner Retainer 400.1421
E | T10092 Chain Tensioner Retaining Screw and Nut | 400.1422
F T10060/A Auxiliary Drive Belt Tensioner Locking Pin | 400.1425

400.2250

Valve Timing Tool Kit — Audi 2.4/3.2 FSI

A specifically designed set of tools for the
following applications:

Audi A4/A6 3.2 FSI with engine code AUK (04-)
Audi A6/Quattro 2.4 with engine code BDW (04-)
Audi A8 3.2 FSI (05-)

Optional:
400.9043 Crankshaft Pulley
Bolt Adaptor (OEM Code T40058)

?
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T40070

Camshaft Locking Tool (2)

400.1428

B | T40069 Crankshaft Locking Pin 400.1429

C | T40071 Timing Chain Tensioner Locking Pin 400.1430
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|
400.1150 DIESEL . ' Also:

Volkswagen Touareg 3.0 V6 TDi (08-)
and Phaeton 3.0 V6 TDi (06-)

A | 3242 Crankshaft Locking Pin 400.0159

. Lo R B | 3359 Injection Pump/Balancer Shaft Locking Pin 400.9018
Engine Timing Tool Set — Volkswagen 2.7/3.0 V6 TDi : P 9

C | T40049 Crankshaft Turning Tool - Type 2 400.1153

Suitable for servicing V6, 4 valve, common rail diesel, chain driven
engines. Necessary when aligning the valve timing following engine D | T40058 Crankshaft Turning Tool - Type 1 400.9043
service and/or cylinder head(s) removal.

E | T40060 Camshaft Locking Pin (2) 400.1155
Applications include:
Audi A4 2.7 TDi with engine code BPP (05-09) and A4 Quattro 2.0 TDi F | T40061 Camshaft Alignment/Locking Tool ALARES
with engine code BMZ (05-06) and Q7 3.0 TDi with engine codes BUG, 6 | Ta0082 Camshaft Sprocket Holding Tool 4001157
BUN (06-09)
H Pin 3.3mm dia (2) 400.1158
400.1125 DIESEL The water pump on these engines is driven by the

timing belt and therefore needs to be removed
when servicing the engine.

A | T10193 Camshaft Locking Tool Type 1 400.1126
B | T10194 Camshaft Locking Tool Type 2 400.1127
C | T10195 Crankshaft Locking Tool 400.1128
D | T10199 Camshaft Gear Retaining Tool Type 1 400.1129 .

Engine Timing Tool Set — VAG 2.5/4.9D/TDI PD

For use on Volkswagen Touareg and Transporter 2.5 TDI PD models with
engine code: BAC, BLK, BPD, AXD, AXE, BLJ, BNZ, BPC (03-) plus 4.9D/ 110200 Guide Pin Set (3) 400.1131
TDI PD models with engine code: AYH (03-)

These engines are gear driven but the injection timing is controlled via
the camshaft followers.

T10199/1 Camshaft Gear Retaining Tool Type 2 400.1130

T10225 Crankshaft Turning Tool 400.1132

T10226 Crankshaft Alignment Tool 400.1133

T10234 Camshaft Compensation Gear Pre-tensioning Tool | 400.1134
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ID OEM Code_Description ______Part |
40 O - 1400 M AST E R A | Matra V159 Tension Wrench 400.9008
B .Ll.J13 gggf/sasw Tension Wrench 400.9010
¢ | T10020 Tension Wrench 400.9011
D | 3242 Crankshaft Locking Pin 400.0159
E [ 3458 Camshaft Alignment Plates 400.0160
F Shim Set 400.0258
G [ U20003/2064 Injection Pump Timing Pin 156.4 mm. Dia. | 400.9015
H | U40021/2065A | Camshaft Setting Bracket 400.9017
1| T20102/3359 Injection Pump Timing Pin 6 mm. Dia. 400.9018
J | T10008 Tensioner Setting Tool 400.9019
K | T10016/T10074 | Camshaft Alignment/Locking Tool 400.9020
L [ VAS 6079 Dial Test Indicator 400.9004
M [ T10170 DTi Adaptor 400.9027
N [ T10050 Crankshaft Sprocket Alignment Tool 400.0615
0 [ T10100 Crankshaft Sprocket Alignment Tool 400.1415
P HT Setcrew M5 x 60 400.0634
Q M5 x 55 Stud and Nuts 400.0635
R | T20046 Tensioner Locking Pin 400.0355
s | 3369 Support Guide 400.0637
T | T10252 Camshaft Alignment Tool 400.1420
4 U | 3366 Chain Tensioner Retainer 400.1421
L v | T10092 Chain Tensioner Retainer 400.1422
w | T10115 Tensioner Pin 400.0901
X | T40058 Crankshaft Pulley Bolt Adaptor 400.9043
Y | T10060/A Tensioner Pin 400.1425
Z | T20038/3418 Camshaft Alignment/Locking Tool 400.9044
AA | T10171 Camshaft Alignment Tool 400.1427
Master Engine Timing Tool Set — AB [ T40070 Camshaft Alignment Tool 400.1428
Volkswagen Audi Group AC | T40069 Crankshaft Locking Tool 400.1429
Including: latest FSi/TFSi engines AD | T40071T10020 | Timing Chain Tensioner Locking Pin 400.1430
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400.2100

Engine Service Tool Set — VAG 1.6/2.0 TDI CR

This new set has been compiled to suit the new series of ‘Common
Rail’ engines being used in certain 5th generation ‘Blue Motion” models
introduced in 2010 which include Polo 1.6 TDi (90PS) and Golf 1.6.

Also suitable for Golf 2.0 TDi / Caddy 2.0 TDi / Scirocco (143 and 170
BHP) Audi A4 2.0 TDi (08-) / Seat Ibiza 1.6 TDi.

T20102 | 3359 | Injection Pump/Camshaft Alignment Pin 400.2101
B |T10050 Crankshaft Pulley Locking Tool (Bored) 400.2109
C |T10100 Crankshaft Pulley Locking Tool (Non-bored) 400.1415
D |T10264 Tensioner Pulley Adjustment tool (2.4mm Hex key) | 400.2102
E |T10265 Tensioner Pulley Locking tool 400.2103
F | T40098 Auxiliary Tensioner Locking tool (3.9mm) 400.1425
G | T10051 Sprocket Holding Tool 400.2104
H |T10052 Cam Sprocket Hub Puller 400.2105
I |T10255 Qil pump | Balance Shaft Alignment 400.2107

400.2500

Engine Service Tool Set — VAG 2,5 TDI

A timing tool kit designed for gear driven engines where the
engine utilises the VAG PD fuel injection system.

A | T10193

Camshaft Locking Tool Type 1

400.1126

B | T10199

Camshaft Gear Retaining Tool Type 1

400.1129

C | T10199/1 Camshaft Gear Retaining Tool Type 2 400.1130
D |T10225 Crankshaft Turning Tool 400.1132
E | T10226 Crankshaft Alignment Tool 400.1133
F | T10234 Camshaft Compensation Gear Pre-tensioning tool | 400.1134
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4002150 DIESEL Tension Tool Kit — Volkswagen

These tools are necessary during timing belt replacement on Volkswagen 1.9/
2.0 TDi PD SOHC, 4 cylinder diesel engines where there is restricted access to
the tensioner pulley rollers due to the modified sub-frame mountings.

A Applications include:
I Audi A3 2.0 TDI PD DPHC (05-08) with engine codes AZU, BKD, BHN, BUY and

Volkswagen Caddy, Caddy Maxi 2.0 SDi (09-) with BDJ, BST with hydraulic
= tensioner engines and Transporter 1.9 TDi Pd (06-09)

i [ID_OEM Code_Description ______ Part |
J A | T10264 Ball End Hex Key 6mm 400.2151
B B [ T40098 3.9mm Tensioner Pulley Locking Pin 400.2152
c T10265 2.5mm Tensioner Pulley Locking Pin 400.2153

Timing Tool Kit — Diesel

Essential tools for holding the camshaft and injection pump in timing position
when changing the timing belt, camshaft or servicing the injection pump.

Specifically designed for use on a wide range of Audi, Volkswagen models
including Audi A4/A6 1.9 TDi (94-02) and Volkswagen Lupo/Polo/Polo Classic/
Caddy/Golf/Vento 1.7/1.9 SDi (95-05)

A | 2065A Camshaft Setting Bracket 400.9017

B | 2064 Injection Pump Locking Pin 400.9015
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VAG

AUDI

SEAT | SKODA

400.2275

Engine Timing Tool Set — VAG 3.0 V6

A set of tools specifically designed for:
Audi A4, A6 3.0 V6 with engine codes ASN,BBJ (01-)

A | T40026 Crankshaft Locking Tool 400.2276
B | T40030 Camshaft Locking Tool (2) 400.2277
C | T40028 Camshaft Sprocket Adjusting Tool 400.2278
D | T40011 Tensioner Locking Pin 400.0355

400.0825

Engine Timing Tool Set —
Volkswagen Audi Group 1.2 3cyl

This kit contains the necessary tools for timing the
engines on 1.2 6v with 3 cylinder, engine code AWY
and BMD and 12v engine code AZQ and BME fitted
to Volkswagen Polo, Seat Ibiza and Skoda Fabia.

T10123 Camshaft Aligning Tool (2) 400.0826

T10120 Camshaft Aligning Tool 400.0827

T10121 Crankshaft Locking Tool 400.0828




VOLKSWAGEN | AUDI | SEAT | SKODA vac

Engine Timing Tool Set — Audi

100, A4, A6, A8 2.6/2.8 litre V6

engines_ A 3243 Twin Cam Locking Strap 400.9012

The crankshaft locking screw is for B | 3242 Crankshaft TDC Locking Screw 400.0159
use on Audi 2.4, 2.7 Turbo and 2.8
engines plus 2.8 30v models. The

camshaft aligning plates are for D | 2064 Setting Pin 400.9015
2.5 TDI V6 models.

C 3458 Camshaft Locking Plate (2) 400.0160

E 2065A Setting Bracket 400.9017

Engine Timing Service Set — Volkswagen 2.4

For use on Transporter, LT and Touareg vehicles.

A 2064/U-20003 Injection Pump Sprocket Locking Pin 15.4mm | 400.9015
B 2065A/U-40021 | Camshaft Setting Bar 400.9017
c Shim Set (2) 400.0258
D T10025 Crankshaft Damper Holding Tool 400.9042

400.0975 Engine Timing Tool Kit —

Volkswagen Crafter 2.5 TDi
* v

Tools specifically designed for holding the engine timing
whilst changing the Cam belt on engines with codes
BJJ, BJK, BJL, BJM (06-09)

A

C A 2065A Camshaft Setting Bar 400.9017
B Shim Set (2) 400.0258
C 50009 Crankshaft Timing Pin 400.0978
D 3355 Tensioner Pulley Spanner 400.9041

400.9019 Tensioner Locking Tool

T10008 Tensioner Locking Tool 400.9019
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400 o 2700 Engine Timing Tool Set — Volkswagen Audi Group

For use on many current Volkswagen Audi Group

B
1.4/1.9/2.0 TDi PD models including certain DOHC.
‘ Applications include:
Audi A3, A4, A6, Skoda Octavia Il, Fabia,
Volkswagen; Golf, Golf Plus, Jetta, Touran, Lupo,
A Fox, Bora, Beetle, Caddy, Sharan, Passat and Seat;
Leon, Toldeo, Althea, Alhambra

- ——— D
e . \

© o A [ 310-085/T10050 | Crankshaft Pulley Setting Tool 400.0615
- :_____..--:_, — . B T10100 Crankshaft Pulley Setting Tool 400.1415
| E C | 3359/T20102 Injection Pump Locking Pin (2) 400.9018

o — —
D | T10060/A Auxilliary Drive Belt Tensioner Locking Pin | 400.1425
E | T10115 Tension Pulley Locking Pin 400.0902

4002075 Guide Pin Set — Volkswagen Audi Group

A set of tools designed to enable the front section
of the car to be slid forward to provide more
space when servicing the engine. This feature

is extremely useful when working on the engine
timing.

8mm for use on Passat 1.9TDI PD 1.6/2.0,
Sharan 1.9 TDI PD

A |3369 17mm Guide (2) 400.0637
B | 3411 8mm Guide (2) 400.2077
[ 10mm Guide (2) 400.2078

Crankshaft damper Holding Tool

T10025 Crankshaft Damper Holding Tool 400.9042

400.1550

Engine Timing Tool Kit — 2.5 V6 TDi

Essential timing tool kit introduced for 2.5 V6 TDi
engines fitted to Audi A4, A6, A8, Allroad with
engine codes AFB, AKN, AKE, AYM, BAU, BCZ, BDG,
BDH, BFC (97-09) and Volkswagen Passat with
engine codes AFB, AKN, BAU, BDG BDH (98-05)

Crankshaft TDC Locking Screw 400.0159

Camshaft Locking Plate (2) 400.0160

Support Guides (2) 400.0637
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4009018 x Injection pump locking pin

This injection pump locking pin has been designed
with ventilation holes to prevent the hydraulic
problem of ‘jacking out’

Used on Volkswagen Lupo 3L 1.2/1.4 TDi, Polo 1.4
TDi, Golf/Bora 1.9 SDi/TDi, Passat 1.9 TD (94-96),
Beetle 1.9 TDi (99-) and Transporter 1.9TD

3359/T20102 Injection Pump Locking Pin 400.9018

400 . 9040 Camshaft Locking Tool — Volkswagen/Seat

For use on many current Volkswagen chain
driven 2.3/2.8/2.9 engines fitted to Volkswagen
Golf, Bora, Vento, Corrado, Passat, Sharon and
Transporter, Seat Toledo 2.3

T10068/3268 Camshaft Locking Tool 400.9040

400 - 902 O Camshaft Locking Tool — Volkswagen Audi Group

This tool is primarily for use on Volkswagen Lupo
1.4. Polo 1.4/1.6, Polo Classic 1.4, Golf Bora 1.4
(97-) and Skoda Fabia, Fabia Il, Octavia, Roomster
1.4 16v (99-09).

The tool can also be dismantled and used on Golf/
Bora 1.6 FSi (02-06) with engine code: BAD.

MP1 312/T10016, T10074 | Camshaft Locking Tool 400.9020

4009015 Injection Pump Setting Pin

2064/U20003 Injection Pump Setting Pin 15.4mm | 400.9015

400 - 90 17 Camshaft Setting Bracket

T10008/2065A Camshaft Setting Bracket 400.9017




vac  VOLKSWAGEN | AUDI | SEAT | SKODA

4009007 ] Sprocket Holding Wrench

A multi-applicational wrench with variable
adjustment.

Ideal for holding the sprocket whilst releasing and
tightening the fastener which retains the sprocket.

3036/MP1216 Sprocket Holding Wrench 400.9007

400 . 9044 Camshaft Setting Bracket — Volkswagen Audi Group

This bracket enables the correct engine timing to be conducted
following the simple removal of the vacuum pump, it is not
necessary to remove the camshaft cover and gasket.

Applications include: Audi A4 1.9TDi Volkswagen Golf/
Bora 1.9SDI/TDI, New Beetle 1.9 TDI (97-) Seat Ibiza/
Cordoba/Alhambra/Inca 1.9TDi Skoda Octavia 1.9SDi

T20038/3418 Camshaft Setting Bracket 400.9044

400.9012

Twin Cam Locking Strap — Audi

For Audi 80, 100, A4, A6, A8 2.6/2.8 litre engines
(91-) with engine codes AAH, ABC.

Also included in 400.0225

3391 Twin Cam Locking Strap 400.9012

4009013 - Twin Cam Locking Strap — Audi

For use on Audi A4, A6, A8 with 2.4/2.8 engines
and S4 with 2.7 Turbo (97-) plus Volkswagen
Passat 2.8 30v with engine codes AGA, AJG, ALF,
AGB, ALG, ALW, APR, AWD (96-)

3242 Twin Cam Locking Strap 400.9013

400 . 9043 Crankshaft Pulley Bolt Adaptor

This tool is required to enable the crankshaft to

be turned on most Audi chain driven FSi engines
plus 2.7/3.0 TDi engines fitted to A4/A6 Quattro
and Q7

4430/T40058 Crankshaft Adaptor 400.9043
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4009041 Tensioner Pulley Spanner

Tensioner Pulley Spanner 400.9041

400.9008

400.9009

Tension Spanner —

Volkswagen Audi Group ' "y
. . . . F k& o’ !
For hold_lng the tensioner when tlghte_nlng 2 - Similar to 400.9008, but
the locking nut on many petrol and diesel % ith | handle. | h 21
d models of Audi and Volkswagen cars LA with longer handle, lengt ) omm,
powere ’ 2% as prefered for larger engines e.g. 1.9
Handle length 140mm . TD and 2.0 16v
V.159 Tensioner Wrench 400.9008 V159/U30009 Tensioner Wrench 400.9009

4009010 Two Pin Wrench

This new tension lever has been introduced to suit
the new design of tensioner as now fitted to the
following models:

Seat Alhambra 2.0

Volkswagen Lupo 3L 1.2TDI, Lupo/Polo 1.4TDlI,
Golf/Bora/Beetle/Sharan 1.9 TDI, Passat 1.9 TDI

3387/T10004 Two Pin Wrench 400.9010

4009011 Two Pin Wrench

This tool can be used to lever the camshaft to relieve
the tension load on the chain.

Specifically designed for 2.0 FSi engines on many
Volkswagen models.

T10020 Two Pin Wrench 400.9011

400.2378

Tension Pulley Holding Wrench

A multi-applicational wrench with
variable position adjustment.

Ideal for holding the tension pulley whilst releasing
and tightening the fastener which retains the pulley.

T10020/V.159 Tension Pulley Holding Wrench 400.2378
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LAND ROVER/
| et .. Sl

This comprehensive set
covers all KV6 variants
and enables the service
and engine timing of 2.0
and 2.5 litre V6 quad
cam petrol engines fitted
to Rover 825, 45, 75,
Land Rover Freelander
2.5 and MG ZS/ZT/ZT-T
160, 180, 190.

MULTI-USE

Kia Sedona 2.5

A LRT12-196 / 18G / 1747 Camshaft Locking Tool (2) 400.0351
B LRT12-187 Camshaft Locking Adaptor - 2.0 (2) 400.0352
[ LRT12R-208 Camshaft Locking Adaptor - 2.5 (2) 400.0353
D LRT12-175 Rear Camshaft Sprocket Setting Tool 400.0354
E Tensioner Pushrod Retension Pin 400.0355
F LRT12-175 Rear Camshaft Sprocket Setting Tool 400.0356
G LRT12-198 / 18G / 1746A | Rear Camshaft Sprocket Guide Pin (2) 400.0357
H LRT12-232 /18G / 1747-5 | Crankshaft Locking Pin 400.0358
I LRT12-195/18G / 1747-1 | Rear Cam Sprocket Spreader 400.0359
|
LAND ROVER & . pa— :
4000375 JAGUAR S-TYPE Engine Timing Kit —

Land Rover/Jaguar 2.7
TDV6 (04-07)

For Land Rover Discovery,
Range Rover Sport and
Jaguar S Type diesel models
with either automatic or
manual tensioners.

A |303-1132 Camshaft Sprocket Alignment Tool 400.0376

303-1126/0195H | Camshaft Sprocket Alignment Pins (2) 400.0377

303-1117

Flywheel Locking Tool — Automatic Tensioner 400.0378

303-1116 Flywheel Locking Tool — Manual Tensioner 400.0379

0195K

Flywheel Locking Tool 400.0380

0195C Coolant Pump Pulley Pin 400.0381
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ROVER CD CDTI

400.1500

Engine Tool Set — Rover/Land Rover/MG

Twin Camshaft setting bracket and crankshaft locking
pin covers chain driven 2.0 CDT/CDTi engines on:

Rover 75 (99-05), MG ZT (01-05), MG ZT-t (01-05)

with engine code M47R Land Rover Freelander 2.0D TD4
engine code 20403/TD4 (00-06)

[—]

[—]

=

A | 12-171/12-108 | Crankshaft TDC Setting Pin 400.0126
B |[12-173 Camshaft Setting Plate 400.1484
C | 12-174 Locking Clamp 400.1485
D |12-172 Tensioner Retaining Pin 4mm (2) 400.1486

400.2600

Flywheel Locking Tool Set — Rover/Land Rover/MG

A set of three flywheel locking tools necessary to enable
crankshaft pulley removal when changing the timing belts
on the following engines:

MGF/Coupe 1.8, Land Rover Freelander 1.8, Rover Metro,
214, 216, 218 16v, 414, 416 16v, 216, 416 GTi, Rover 218,
418 Diesel, Rover 216, 416

A [12-170 Flywheel Locking Tool Rover 75 400.2601

B | 18G1571 Flywheel Locking Tool Rover K16 without PG1 Gearbox | 400.2602

C | 18G1742 Flywheel Locking Tool Rover K16 with PG1 Gearbox 400.2603

ROVER K16

400.0151

Camshaft Sprocket Locking Tool — K16 engines

Camshaft Locking Tool for use on K16 engines with and
without the PG1 Gearbox including 214, 216, 400, 25,
Streetwise, 75 plus MGF 1.6, 1.8, Trophy.

18G1570

Camshaft Sprocket Locking Tool 400.0151

i
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Z10[0 N 0]0)245)

Engine Timing Tool Set —
Jaguar 4.0 L and 4.2L V8

Specifically introduced for Pre 2010 4.0
/ 4.2 V8 petrol engines fitted with timing
chains.

Application pre 2010 models including
Daimler V8 / Sport 4.0/ 3.2/ 4.2/ 3.5/
S type / XJ8 / XJR / XK8 / XKR.

Engine codes: BC/LB/LC/GC/AC/
KC/DC/CC/CE/NC/EC/PA/HB/
1B/ RB/SB/TB/ 3B/ PC/ NB.

Also fits Jaguar engines fitted to Land
Rover Discovery 3, Range Rover 4.2
Supercharged 4.4 with engine codes 4PN
/ 428PS.

A | 303-530 Camshaft Locking Bridge X 2 400.0028
B [ 303-588 Crankshaft Pulley Puller Kit 400.0026
C | 303-645/303-531 | Crankshaft Locking Pin 400.0027
D | 303-532 Camshaft Sprocket Holding Tool 400.0029

M8 x50 Bolt 400.0030




310-083A T45 Star Bit Silicon STL 400.1301

B |[21-210 Crankshaft Alignment Pin 400.0155
C | 303-620/21-163 Crankshaft Alignment Pin 400.0603
D |[303-748 Crankshaft Alignment Pin 400.0905
E | 303-376B/21-162B/303-367 | Camshaft Alignment Strap 400.1101
F |23-019 Setting Pin 6mm. 400.0251
G | 303-393/21-168 Flywheel Locking Tool 400.0609
H | 303-393-01 Long Tooth Block 400.0616
| 303-393-02 Very Short Tooth Block 400.1309
J | 21-262/303-734 Flywheel Locking Pin 400.0576
K |[21-234 Flywheel Locking Pin 400.0577
L [ 21-251/303-698 Flywheel Locking Pin 400.0578
Master Engine Timing Tool Set — Ford M | 308-735 Camshaft/Injection Pump Locking Pin | 400.0904
A Master engine locking tool kit for Ford N | 303-651 Camshaft Sprocket Puller 400.1105
models including the latest TDDi/TDCi,
0 | 303-0985 Fuel Sprocket Remover 400.1106

Duratorg and Ford Galaxy with Volkswagen

engines. P | 303-652 Chain Cover Alignment Tool 400.1107
This master timing tool kit has been specifically compiled
to give a comprehensive range of engine timing locking
tools for Cam belts, chains and gears.

Q | 303-1059 Crankshaft Alignment Pin 400.0903

303-1097 Camshaft Sprocket Lock 400.0902

Shim Set 400.0258

B2 O3 1 _ 303-193/21-104 Setting pin 400.0257

v — 0] o—w— 23-047 Injection Pump Locking Pin 15.4mm | 400.9015
@D c=w= 21-105 Camshaft Alignment Bracket 400.9017

ﬁ Iﬁ 21-260/303-732 Setting Pin 5mm. 400.0165

23-019 Injection Pump Timing Pin 6mm. 400.9018

%:n® 310-084/23-058 Flywheel Locking Pin 400.9019
== 23-059/310-085/ Crankshaft Sprocket Alignment Tool | 400.0615
Tensioner Locking Pin 400.0355

e :ED l C 303-1054 Tensioner Locking Pin 400.0901
E (U 303-1151 Locking Tool 400.0806

Pump Cover Assembly 400.0807

Crankshaft Holding Tool

400.9003

This special Holding Tool is necessary to stop the crankshaft
rotating when releasing and tightening the crankshaft pulley
fasteners. The special profile fits over the bolt heads and
permits the use of a long reach socket.

Suitable for use on Ford Mondeo and Transit models with 2.0,
2.4 and 3.2 Duratorg TDCi diesel engines (01-).

303-1310 Crankshaft Holding Tool 400.9003

Viscous Fan Holding Tool

400 90 14 This 1/2"D. special wrench is required to remove and
install the viscous fan rotor as fitted to Ford Transit
models (01-06) (OEM Code. 303-1196).

303-1196 Crankshaft Holding Tool 400.9014




400.0600

MASTER

=

Engine Timing Tool Set — Ford

A comprehensive tooling set with over 17 tools for
aligning camshafts, crankshafts and locking flywheels
specifically for Ford/Mazda petrol and diesel engines.

Petrol — 1.25/1.3/1.4/1.6 SOHC and 1.6/1.8/2.0 16v
Diesel — 1.8/1.9 D/TD, 1.9TDi and 2.5Di/Turbo

A | 303-376, 303-367, 21-162B | Camshaft Setting Strap 400.0154
B |21-210 Crankshaft Timing Pin 400.0155
C | 303-620, 21-163 Crankshaft Timing Pin 400.0603
D Shim Set (2) 400.0258
E | 303-193, 21-104 Crankshaft Timing Pin 400.0257
F |23-019 Injection Pump Setting Pin and Washer 6mm| 400.0251
G |21-123 Setting Pin 9.5mm 400.0254
H | 23-020 Setting Pin 12.7mm 400.0281
1 | 21-168/303-393 Flywheel Locking Tool 400.0609
J | 283-047 Injection Pump Setting Pin 15.4mm 400.9015
K |21-105 Camshaft Setting Bracket 400.9017
L |[23-019 Injection Pump Pulley Timing Pin 6mm 400.9018
M | 310-084, 23-058 Tensioner Locking Tool 400.9019
N [ 23-029 Setting Pin 8.25mm 400.0614
0 [ 310-085, 23-059 Crankshaft Locking Tool 400.0615
P | 303-393-02 Long Tooth Block 400.0616

and 2.0 TDCi

A | 303-748

Engine Timing Tool Set — Ford

This set includes fourteen new tool developed
since the introduction of set 400.0600 and
covers more petrol and diesel applications
including: 1.6 Ti VCT, on Focus and C Max
(03-) with engine code HXDA and Fiesta/Fusion
1.4/1.6 TDCi, and Mondeo, S Max, Transit
Connect and Tourneo Connect 1.8 TDdi/TDCi

Crankshaft Timing Pin

400.0905

B | 21-162B, 303-367, 303-376B

Camshaft Alignment Plate

400.1101

C | 21-104, 303-193

Crankshaft TDC Alignment Pin

400.0257

D |[23-019

Nockenwellen-Fixierdorn, 6mm

400.0252

E | 21-168, 303-393/01/02

Flywheel Locking Tool and Adaptors|

400.0609

F | 303-735

Camshaft Sprocket Timing Pin

400.0904

G | 21-229, 303-651

Camshaft Sprocket Puller

400.1105

H | 23-067, 303-095

Fuel Sprocket Remover

400.1106

| 21-230, 303-652

Chain Cover Alignment Tool

400.1107

J | 303-1059

Flywheel Timing Pin

400.0903

K | 303-1097

Camshaft Sprocket Locking Tool

400.0902

L | 303-1054

Tensioner Pulley Locking Pin

400.0901




Engine Timing Tool
Kit — Ford

Engine Timing Kit
for 1.8 TDDI/TDCI
engines driven by
Cam Chain and
Cam belt.

A | 21-162B/303-367/303-376 | Camshaft Aignment Strap 400.1101
B [303-193/21-104 Crankshaft TDC Setting Screw 400.0257
C |[23-019 Camshaft Alignment Pin 400.0252
D |21-168/303-393 Flywheel Locking Tool 400.0609
E | 303-651/21-229 Camshaft Sprocket Puller 400.1105
F | 23-067 /303-095 Fuel Injection Sprocket Remover 400.1106
G [ 21-230/303-652 Chain Cover Alignment Tool 400.1107

400.0250

Timing Tool Set — Ford

S
C
For use on popular Ford diesel engines including @H@
1.6, 1.8 and 2.5 DI
Essential for holding the camshaft and
crankshaft in timing position when changing G
the timing belt, camshaft or servicing the B
injection pump.
D
|= A

A | 2065A

A | 23-019 6mm. Setting Peg with washer 400.0251
B |0178B 6mm. Setting Peg 400.0252
C | 0178c/d, 9767.94,0163M 5/16" Setting Peg 400.0253
D |21-123, KM6011,5711-TB | 3/8" Setting Peg 400.0254
E [0178A 10mm Setting Peg 400.0255
F | 23-020 12mm Setting Peg 400.0256
G | 21-104 Setting Screw 400.0257
H Shim Set (2) 400.0258
| 2065A,21-105 Setting Bracket 400.9017

Camshaft Locking Bracket and

Setting Spigot ,

For Ford Galaxy 1.9 DTi with engine code

AFN (97-00)

Camshaft Setting Bracket 400.9017

B | 2064

Injection Pump Locking Pin 400.9015




400.0900

Engine Timing Tool
Kit — Ford Focus
CMax 1.6 Ti-VCT

An essential five piece

kit for replacing the Cam
belt on Ford Focus/CMax
1.6 Ti-VCT with engine
codes HXDA (2003-2007)
plus 2.0 TDCi with engine
codes G6DA and G6DB

A [ 303-1054 Tensioner Pulley Locking Pin 400.0901
B | 303-1097 Camshaft Sprocket Locking Tool 400.0902
C [303-1059 Flywheel Timing Pin 400.0903
D [303-735 Camshaft/Crankshaft Timing Pins 400.0904
E | 303-748 Crankshaft Locking Tool 400.0905

400.2700

MULTI-USE

See VW,
Audi Section

Engine Timing Tool Set

A selection of tools required for Ford Galaxy 1.9 TDi
and TDi PD with hydraulic (ANU/ANY) or mechanical
tensioners (ANU/SASZ/AUY)

A 310-085/T10050 | Crankshaft Sprocket Locking Tool 400.0615
B T10100 Crankshaft Sprocket Locking Tool 400.1415
C 3359/T20102 Injection Pump Locking Pin (2) 400.9018
D T10060/A Auxilliary Drive Belt Tensioner Locking Pin 400.1425
E 303-1054 Tensioner Pulley Timing Pin 400.0901

400.1525

s el
f el

Engine Timing Tool Set — Ford

For use on many current Ford models
including:

Fiesta, Puma, XR2i 1.25/1.4/1.6 RS1800
1.8 16v Escort/Orion 1.6/1.8 16v Mondeo
1.6/1.8/2.0 16v Puma/Focus 1.7 Zetec Focus
1.4/1.6/1.8/2.0 16v Cougar 2.0 16v Zetec
Focus/CMax 1.6 Ti-VCT Mazda 121 1.25

A 21-210, 303-507 Crankshaft Timing Pin 400.0155
B [ 21-163, 303-620 Crankshaft Timing Pin 400.0603
4 21-159, 303-748 Crankshaft Timing Tool 400.0905
D | 21-162B, 303-367, 303-376B | Alignment Plate 400.1101

B e
B

* A
Specifically designed or use on Ford 16v engines. The Locking Strap
(400.0154) fits across both camshafts on Ford Fiesta 1.25/1.4 Puma

1.4/1.7 Mondeo 1.6/1.8/2.0 plus Mazda 121 1.25 and enables the
timing position to be locked whilst servicing the timing belt.

Twin Cam Timing Set — Ford

The Timing Pin 400.0155 replaces a blanking plug and enables the
Crankshaft to be positioned at PMH.

21-210, 303-507 | Crankshaft Timing Pin

21-162B

Camshaft Alignment Plate 400.0154




400.0575

1.4 D/TDCi Fiesta and Fusion with
B R timing belt.

Engine Timing Tool Set — Ford Duratorq

This up-grade set enables the correct engine
timing to be accomplished when servicing
Ford Duratorq, diesel engines including:

2.0 D/Di Mondeo and Transit van

MULTI-USE

with timing chain.

2.4 D/Di/TDDi (Puma) Transit van
with timing chain.

A | 21-262,303-734 | Flywheel Locking Pin 400.0576
B | 21-234/251 Flywheel Locking Pin 400.0577
See .

- C | 21-251,303-698 | Flywheel Locking Tool 400.0578

' Volvo Section ywheel -ocking 109
= L ’ D 21-260, 303-732 | Crankshaft/Fuel Pump Alignment Pin 400.0165
E |21-263, 303-735 | Camshaft Sprocket Locking Pin 400.0580
40 O - 0800 A Camshaft Sprocket Alignment Pin (3) 400.0252

Timing Tool Set — Ford

This kit contains the necessary special pins required to lock the camshaft sprocket, flywheel and align the crankshaft and fuel pump
when checking the valve timing on 2.0/2.4 chain driven engines. Also used when replacing the timing belt on 1.4/1.6 engines.

Additional tools are included to enable the fuel injection pump removal and replacement on Ford 2.0/2.4 Duratorq Di/TDDI and

2.2/2.4 Duratorq TDCI diesel engines.

B | 21-260, 303-732 | Crankshaft/Fuel Pump Alignment Pin (2) 400.0165

C |[21-262, 303-734 | Flywheel Locking Pin 400.0576
D |[21-268,303-735 | Camshaft Sprocket Locking Pin 400.0580
E |[21-234 Flywheel Locking Pin 400.0577
F Fuel Pump Cover Removal Tool 400.0806
G | 303-1151 Locking Tool, Fuel Injection Pump Sprocket | 400.0807
H [ 310-083A Key for TX45 Torx Fasteners 400.0808
| Chain Tensioner Locking Pin 400.0355

400.9010

Tensioner Lever (Two Pin Wrench)

This tensioner lever suits both mechanical and
hydraulic tensioners as used on.

Ford Galaxy 1.9 TDi PD with engine codes ANU,
AUY (00-02) and ASZ (02-06)

303-1053

Two Pin Wrench 400.9010




esm OPEL | VAUXHALL | I1SUZU

400.1575 MASTER

A | KM 666 Tensioner Adjuster 400.1576
B | KM 8070 Camshaft Setting Bracket 400.1577
C |KM852 Camshaft Locking Tool 400.0162
D |[KMm853 Camshaft Locking Tool 400.0163
E [KM517B Flywheel Locking Tool 400.1254
F [ KM6011 Flywheel Locking Pin @ 9.5mm 400.0254
G Locking Screw M8 x 40mm 400.0287
H Crankshaft Timing Pin 7mm 400.1360
I-L | KM 661-1 Camshaft Position Tool 400.1584
M | KM571-B Dial Test Indicator 51 Dia x 10 x 0.01mm 400.1585
N | KM661-2 Camshaft Position Locking Tool 400.1586
0 | KM851 Flywheel TDC Indicator 400.0652
Engine Timing Tool Set — Opel/Vauxhall/lIsuzu | s Flywheel Locking Pin DR
The most comprehensive compilation set of engine timing tools to suit |2 [KM652 Flywheel Locking Tool 400.9045
European General Motor’s Opel/Vauxhall and Isuzu car and van range. R | KMo911 Fiywheel Locking Tool 400.9046
With many camshaft aligning = s |Kkmos3 Timing Adjustment Wrench 400.0676
tools, tensioning tools, crankshaft
alignment tools and flywheel T |KM933 Bracket for Timing Adjustment Wrench 400.0677
locking tools suitable for use on e ioction Pumn Setting P pmp—
. . . . njection Fum ettin n .
petrol and diesel engines including GED ©1© ©NO KO IO i P 9
and Eco-Tec models: V| KM929 Flywheel Locking Pin 400.0679
Petrol —1.2/1.3/1.4/1.6, 1.0 W | KM 932 Camshaft Locking Tool 400.0680
12v/1.2 16v/1.4/1.6 16v/1.8/ (2 I =
—Tu (] ;
2.0 16v X [KM953 Camshaft Locking Tool 400.1275
Diesel — 1.5D/TD, 1.6/1.7D/TD, @ Y | KM952 Flywheel Locking Pin 400.0702
2.0/2.2 Di, 2.0/2.4 TDi, 3.0/ mﬂ 7 [Kvoss Camshaft Position (CMP) Sensor Disc Setting Tool | 400.0703
3.1 TD —AAT T
(v 1 e o) AA | KM 955 Tensioner Retaining Pin 2.5mm Dia 400.0704
AB | KM 955 Tensioner Retaining Pin 4.0mm Dia 400.0705

400 2325 Timing Tool Set — General Motors

This set of tools includes the Camshaft Locking tool
and tensioner locking pin for Astra-G, Vectra-B,
Vectra-C, Signum, VX220 and Zafira-A with 2.2 chain
driven engines with codes: Z22SE, Z22YH

A | KM 6148 Camshaft Locking Tool 400.2326

B [ KM 6077 Tensioner Pin 400.2327




400.0775

Applications include:

Agila, Corsa-C, Combo-C (03-07) with Z13DT
engines and Tigra-B, Meriva, Astra-H (04-07) with
Z13Dt, 213DTJ, Z13DTH plus Corsa-D (06-07) with
Z13DTH, Z13DT engines.

1.3/1.9 TDCi

This set of tools enables the correct
engine timing to be made when
servicing 1.3/1.9 CDTi chain driven

diesel engines.

Timing Tool Set — Opel/Vauxhall

A | 1860898000 Flywheel Locking Tool 400.0440
B | EN-46781 Camshaft Alignment Tool (2) 400.0727
C | KM 6130/KM6349 Auxilliary Drive Belt Tensioner Holding Pin 400.0778
D | EN-46785 Crankshaft Alignment Pin c/w Retention Spring 400.0779

EN-46788/1 860 905 000 | Crankshaft Alignment Tool 400.0780
F EN-46789 Camshaft Alignment Tool (2) 400.0781
G | EN-46789-100 Camshaft Alignment Screw for use when High Pressure Pump remains fitted | 400.0782

400.0675

Timing Tool Set — Opel/Vauxhall

For 2.0/2.2 DTi engines fitted to Astra-G
(98-06), Vectra-B/C (97-05), Signum
(03-05), Omega-B (98-03), zZafira-A
(99-05), Sintra (98-99) and Frontera-B
(98-04) with Z20DTH, Z20DTL, Z22DTH,

Z22DTR engine codes.

A | KM933 Timing Adjustment Wrench 400.0676
B KM933 Timing Adjustment Bracket Assembly 400.0677
C KM927 Injection Pump Timing Pin (Green) 400.0678
D [KM929 Crankshaft TDC Setting Pin (Blue) 400.0679
E | KM932 Camshaft Setting Plate 400.0680

MULTI-USE

See
Saab Section

KM800-10

Timing Tool Kit - V6 Engines

A set of timing tools for the V6 belt driven engine on
2.5/2.6/3.0 engines with raised edge on the tensioner
pulley. Fitted to Vauxhall/Opel Vectra-B, Omega-B, Sintra,
Calibra with engine codes X25XE, X30XE, Y26SE, Y32SE

Crankshaft Locking Tool

400.0101

KM800-20

Camshaft Timing Gauge

KM800-2

Camshaft Locking Tool (RH) (Green)

KM800-1

Camshaft Locking Tool (LH) (Red)

KM800-30

Belt Holding Wedge




esm OPEL | VAUXHALL

ISUZU

400.1250 MASTER

Master Engine Timing Tool Set — Opel

A comprehensive compilation of engine timing tools specifically
for use on Opel/Vauxhall engines including those fitted to Isuzu
and Saab.

This includes both petrol and diesel driven engines and the
latest Eco-tec models.

A | KM8070 Setting Bracket 400.1251
B | KM852 Cam Locking Tool GM 400.0162
C | KM853 Cam Locking Tool GM 400.0163
D | KM517B Flywheel Locking Tool 400.1254
E [ KM6340 Twin Cam Sprocket Lock 400.1255
F | KM6333 Tensioner Locking Pin 400.1256
G [ KM6011 Setting Pin 400.0254
H Setscrew M8 x 40mm 400.0287
| HT Setscrew M6 x 45mm 400.0753
J Adaptor Assembly 400.1260
K MBx10 Setscrew 400.1261
L Special Tip 400.1262
M Mounting Bracket Assy. 400.1263
N [ KM571-B Dial Test Indicator Euro Style 400.1264
0 [ KM661-2 Camshaft Locking Tool 400.0651
P | KM851 Crankshaft Timing Plate 400.0652
Q [ KM951 Crankshaft Locking Pin GM 400.0653
R | KMB52 Flywheel Locking Tool 400.9045
S | KM911 Flywheel Locking Tool 400.9046
T | KM933 Camshaft Adjuster 400.0676
U | KM933 Bracket Assembly 400.0677
V| KM927 Injection Pump Setting Pin 400.0678
W [ KM929 Flywheel Locking Pin 400.0679
X | KM932 Camshaft Alignment Bracket 400.0680
Y | KM953 Camshaft Setting Bracket 400.1275

KM952 Flywheel Locking Pin 400.0702

KM954 Timing Disc Position Gauge 400.0703

KM955 Tensioner Location Pin 2.5mm 400.0704

KM955 Tensioner Location Pin 4.0mm 400.0705




400.0050

\

Engine Timing Tool Set — Vauxhall/Opel /
Z20DM / Chevrolet

Developed for the late GM / Chevrolet 2.0
common rail diesel engine this kit holds the
correct position of

the camshafts and crankshaft whilst
changing the timing belt on SOHC

16v engines.

Applications: GM Antara / Chevrolet /
Captiva / Cruze / Epica and Lacetti.

Engine Codes: Z20DM / Z20DMH /

LLWZ20DMH / RA420 / Z20SI / Z20S3 /
Z220S4 / Z20S5.

A EN-48246 Crankshaft Locking Pin 400.0051
B EN-48245 Camshaft Locking Tool 400.0052
M@ x 20 Setscrews 400.0053

400.0700

Timing Tool Set — General Motors

Specifically designed for 1.0 12v X10 XE and 1.2 16v
X12XE Ecotec engines fitted to Corsa and Agila models.

Essential tools necessary when servicing and timing
these chain driven engines, which include a twin-cam
setting tool, crankshaft TDC setting pin, camshaft
sensor position gauge, and two timing chain tensioner
retaining pins.

Camshaft Timing Tool

Crankshaft TDC Setting Pin

Timing Disc Position Gauge

2.5mm Tensioner Retaining Pin

4.0mm Tensioner Retaining Pin



esm OPEL | VAUXHALL

ISUZU

400.0650

Diesel Engine Timing Tool — Upgrade Set —
General Motors

400.1586 Camshaft Locking Tool can be used in
conjunction with Camshaft Position Tool No.
400.1584 and enables the timing position of the
Camshaft to be held whilst the Timing Belt is
attached.

Flywheel Timing Bracket (400.0652) is attached to
the flywheel housing to give the position against
which to align the flywheel

top dead centre mark.

Flywheel Locking Pin (400.0653) is suitable for use
on models which have a two part oil pan. The pin is
inserted through the bell housing into the flywheel.
The spring and ring prevent the pin from dropping
out by being placed over the head of an adjacent
bolt.

A KM 661-2 Camshaft Locking Tool 400.0651
B | KM851 Flywheel TDC Indicator 400.0652
C [KM951 Flywheel Locking Pin 400.0653

400.1775

MULTI-USE

See PSA,
Fiat, Renault

Diesel Engine Timing Tool Kit

A set of tools for 2.5/2.8D engines in the following
applications:

Vauxhall/Opel Arena, Movano

A 1860 638 000 Tensioning Tool 400.1388
B 0132AB Camshaft Locking Pin (2) 400.0165
H MOT1054, MOT863, MOT861 | TDC Timing Pin 400.0754

400.9045

KMB652 Flywheel Locking Tool

Flywheel Locking Tool

A flywheel locking for for use on Movano 2.2/2.5 DTi with
G9T 720/750 and GOU 724/726/750/754 and GOU A720
engines built between 2000 and 2006.

Also used on Nova, Corsa-A 1.2/1.3/1.4/1.6 and Nova
GTE, Corsa-A GSi




400.0162

Twin Camshaft Sprocket Locking Tool — Blue

Twin Camshaft Locking Tool used on belt driven 1.8
engines fitted to Tigra-B between 2004 and 2008 with
engine codes Z18XE. Also fitted to Frontera, Frontera-B
and Sintra-A, Omega-B 2.2 16v with raised edge on the
tensioner pulley on X22SE, X33XE, YEESE, Y22XE Z22XE
engines from 1995 to 2004.

KM852 (Blue) Twin Camshaft Locking Tool 400.0162

400.0163

Twin Camshaft Sprocket Locking Tool — Gold

Twin Camshaft Sprocket Locking Tool used on belt driven
Omega-B 2.2 16v with X22SE, X22XE, Y22SE, Y22XE,
Z22XE engines (95-04) and Astra-G 2.0 16v and

Vectra 1.8/2.0 16v with X18XE, C20SEL, X20XEV
engines (95-00)

KM853 (Gold) Twin Camshaft Sprocket Locking Tool 400.0163

400.2800

Twin Cam Sprocket Locking Tool — Brown

For Vauxhall/Opel Astra-G, Astra H, Meriva/VXR, Zafira-B
1.6 16v (03-07) with engine codes Z16LET, Z16XEP.

A KM6340 Camshaft Sprocket Alignment Tools (2) 400.1255

B KM6333 Tensioner Pin 400.1256

400.9046

Flywheel Locking Tool

Flywheel locking tool for use on Tigra-B 1.8 with Z18XE
engine built between 2004 and 2008. Also used on
Corsa-C/Vectra 1.2/1.3/1.4/1.6 and Nova GTE,
Corsa-A GSi.

Plus Saab 9-3 1.8i with engine code Z18XE (96-05)

KM911 Flywheel Locking Tool



400.0675 SAAB 2.2 TID Timing Tool Set — Saab

For 9-3 2.2 TiD (98-04),
9-5 2.2 TiD (02-07)
with chain driven
engine code D223L.

MULTI-USE

See
Opel Section

A | 8395394 Timing Adjustment Wrench 400.0676
8395 394 Timing Adjustment Bracket Assembly 400.0677
8395 337 Injection Pump Timing Pin 400.0678
83 95 352 Crankshaft TDC Setting Pin 400.0679
8395 386 Camshaft Setting Plate 400.0680

SAAB 3.0 V6

Timing Tool Set — Saab

— A set of timing tools for

the 215 3.0 V6 engine
fitted to Saab 9-5 3.0

(98-03) with engine code

! B308E.
n OEM Code. for complete

set 83 95 006

KM800-20 Crankshaft Timing Gauge 400.0102
KM800-10 Camshaft Locking Tool 400.0101
KM800-2 Camshaft Locking Tool (LH) Green 400.0103
KM800-1 Camshaft Locking Tool (RH) Red 400.0104
KM800-30 Belt Holding Wedge 400.0105

400.0162 SAAB 1.8l Timing Tool Set — Saab

For use on Saab 9-3 1.8i (96-05) with Z18XE
engine code, 400.0165 also required Auxiliary
Drive Belt Tensioner Tool.

KMm852 Twin Camshaft Sprocket Locking Tool 400.0162

400.9046 SAAB 1.8l Flywheel Locking Tool — Saab

For use on Saab 9-3 1.8i (96-05) with Z18XE
engine code

KM911 Flywheel Locking Tool 400.9046




400.1825

Engine Timing Tool Kit — Volvo

This tool kit enables the engine timing position to
be held when replacing the timing belt on Volvo
models including:

C30, sS40, V50 1.6

C70 1.6/1.8/2.9/1.9 Turbo
S40 1.6/1.8/2.0/1.9 Turbo
V40 1.5/1.8/2.0/1.9 Turbo

S60, S70, S80

A | MOT 1340 Crankshaft Timing Pin 400.1808
B | MOT 1348 Tensioning Tool (Auxiliary Drive Belt) 400.1811
C | MOT 1337 Camshaft Setting Tool 400.1812
D [ 999-7201 Crankshaft Aligning Tool 400.0603
E [999-7151 Camshaft Aligning Tool 400.1101




HYUNDAI

MITSUBISHI | MAZDA | HONDA

400.0075

Timing Belt Tool Set
Suitable for use on Hyundai and Mitsubishi and required when replacing the timing belt.

400.0076 Tensioning Bolt is inserted into the belt casing to make contact with the tensioner arm.
For use on Hyundai Lantra 1.6, 1.8 16V, Sonata 2.0 16v and Mitsubishi Colt/Lancer 1600 DOHC

400.0077 Tension Wrench is 1/4" square drive and required during installation of the timing belt
when the tensioner is slackened.

For use on Hyundai Lantra 1.6,1.8 16V, Sonata 2.0 16V and Misubishi Colt/Lancer 1.8 16V DOHC,
Carisma 1.8 16V, Galant/Spacewagon 2.0 16V, Galant 2.0, 2.5 V6 24V, Sigma 3.0 V6

09244-28000

Tensioning Bolt

B | 09244-28000 Tensioning Wrench 400.0077

A | MD998767 Tensioning Bolt 400.0076

B | MD998767 Tensioning Wrench 400.0077

400.0175

Twin Cam Timing Set — Mazda

Specifically designed or use on Mazda 16v engines. The Locking
Strap (400.0154) fits across both camshafts on Mazda 121 1.25 and
enables the timing position to be locked whilst servicing the timing
belt.

The Timing Pin 400.0155 replaces a blanking plug and enables the
Crankshaft to be positioned at PMH.

A | 21-210, 303-507 Crankshaft Timing Pin 400.0155

B |21-162B Camshaft Alignment Plate 400.0154

400.2525

i

Engine Timing Tool Set — Honda
Engine timing locking tools for twin cam, belt driven Honda engines.
Honda 1.6-3.0 SOHC twin cam engines

Engines: 1.6 B16A2 / 1.8 F18A3 / F18B2 / F18B4 / 2.0 F20AF /

F20B3 / F20B5 / F20B6 / F20B7 / F20Z1 / F20Z2 / 2.2 F2222 /
B F22B5 / F22B8 / F22A2 / H22A5 / H22A7 / H22A8 / 2.3 F23A7 /
e F2375 / H23A2 / H23A3 / 3.0 J30A1

14540-P13-003

Tensioner Clamp

B | 07LAG-PT20100 | 18G1671 Balancer Shaft Locking Tool 400.2527

C | 07744-0010400 Camshaft Locking Pins x 2 400.0165

M6 Bolt

M6 Setscrew




UNIVERSAL

This section includes tool kits for
Diesel and Petrol engines and
covers a multitude of manufacturers
iNn each set.

Also included are tools for setting the
fuel pump timing on Bosch EP/VE,
Kikki and Nippon Denso Fuel Pumps.




UNIVERSAL

UNIVERSAL - DIESEL ENGINES

400.1950

21-162, 303-376,
303-367, 9997151, 49
JEO1 054

Camshaft Setting Bracket

400.0154

Universal Diesel Engine and Fuel Pump Timing Tool Kit

B | 23-019/0178B @Bmm Setting Peg C/W Washer 400.0251
C (0178B @Bmm Setting Peg 400.0252
D 8;;3%/4% 153M @8mm Setting Peg 400.0253
E g;iﬁ%wem L @9.5mm Setting Peg 400.0254
F | 0178A @10mm Setting Peg 400.0255
G | 23-020 @12.7mm Setting Peg 400.0281
H | Universal Shim Set (2) 400.0258
| 21-104 TDC Setting Screw 400.0257
J ;ggg 1%‘3??2% 45 | Setting Spigot 400.9015
K :2;0?63 000, 0188D Crankshaft Setting Pin 8mm 400.0285
L | Universal Locking Screw M8 x 35mm (2) 400.0286
M | Universal Locking Screw M8 x 40mm 400.0287
N | Universal Setting Bracket 400.9017
0 | Universal Adaptor Assembly 400.1260
P | Universal M6 Setscrew (2) 400.1261
Q | Universal Mounting Bracket Assembly 400.1263
R | Universal Special Tip 400.1968
S | Universal Adaptor Assembly M8 (Bosch) 400.0301
T | Universal Extension 99mm 400.0302
U [ Universal Convertor M8-M12 400.0303
V| Universal TDC Adaptor Assembly M14 (Peugeot XUD) | 400.0304
W | Universal Extension 400.0305
X | Universal Probe 400.0306
Y | Universal Mounting Bracket Assy for CAV 400.0307
Z | LRT12-058, 18G1523 | Crankshaft/Camshaft Timing Pin (2) 400.0164
AA | 18G1549 Injection Pump Holding Pin (2) 400.0289
AB | 18G1632 Crankshaft Setting Pin 6mm 400.0290
AC | KM571A, 3313 Dial Test Indicator @41 x 0-8 x 0.01 400.9004
AD | Universal Short Adaptor Assembly M8 (Bosch) 400.0309
AE | Universal Extension 40.8mm 400.0310
AF | Universal Adaptor Assembly M10 (Bosch) 400.0311
AH | KM661-2 Camshaft Locking Tool - G.M. 400.0651
Al | KM851 Flywheel TDC Setting Bracket - G.M. 400.0652
AJ | KM951 Flywheel Locking Pin — G.M. 400.0653

MULTI-USE

For use on the majority of popular diesel engines to enable the pulleys of both camshaft and crankshaft to be locked in place
whilst servicing the injection pump, camshaft and making cam-belt replacement.

Also suitable for setting the timing on many popular diesel fuel pumps including Bosch EP/VE rotary and Kikki, Nippon Denso
equivalents, Lucas, CAV and Rotodiesel top entry and a special TDC adaptor for the Peugeot XUD engine range.




UNIVERSAL

400.0150 UNIVERSAL - PETROL V ENGINES

S —

18G 1570 Camshaft Sprocket Locking Tool
B 18G 1524 Camshaft Sprocket Locking Tool 400.0152
[H 0132X, 4507-TJ Tensioning Tool 400.0153
D |21-162B Camshaft Locking Strap 400.0154
E [21-210 Crankshaft Timing Pin 400.0155
F | 0132Qz 4507-TA Crankshaft Setting Pin 400.0156
G [ 0132 R, 7014TN, 4507-TB | Camshaft Locking Pins (2) 400.0157
H | 7014-TM, 0153AA. 0153G | Camshaft Locking Pins (2) 400.0158
I 3242 Crankshaft Locking Tool 400.0159
Timing Tool Set for ‘v’ Twin Cam Engines 1 |88 Camshaft Aligning Tool 400.0160
Suitable for use on petrol fueled Citroén, Honda, Ford, Mazda, K ESESD Balancer Shaft Locking Pin IS
Opel, Rover and Vauxhall cars and some diesel fueled Audi and L | kvese Camshaft Sprocket Locking Tool 400.0162
Ford cars.
The set includes six camshaft pulley locking tools. bl Germshaft Sprockst Locking Tool 1000168
N 18G 1523 Camshaft Locking Pins (2) 400.0164
0 18G 1580 Camshaft Locking Pins (2) 400.0165
400.0275 UNIVERSAL - DIESEL ENGINES Diesel Engine Timing Tools

Suitable for use on Audi, Citroén, Ford, Peugeot,
Renault, Rover, Volvo and Volkswagen cars.

MULTI-USE
Contains parts as supplied in both 400.0250 and

400.1700

[ID OEM Code ____Description _____Part |
A | 23-019 B6mm Setting Peg with Washer 400.0251
B 0178B 6mm Setting Peg 400.0252
C | 23-029 5/16" Setting Peg 400.0253
D |21-123,KM6011, 5711-TB 3/8" Setting Peg 400.0254
E 0178A 10mm Setting Peg 400.0255
F 23-020 12.7mm Setting Peg 400.0281
G |21-104 Setting Screw 400.0257
H Use with P Shim Set (2) 400.0258

23-047, U20008, 2064, Setting Spigot 400.9015

5193, 15-046
J | 7014-TJ, 1 860 863 000, 0188D | Cranked Setting Pin 400.0285
K Universal Setting Screw M8 x 35mm (2) 400.0286
L Universal Setting Screw M8 x 40mm (1) 400.0287
M | LRT12-058, 18G-1523 Camshaft/Crankshaft Locking Pin (2)| 400.0164

18G-1549 Injection Pump Locking Pin M6 (2) | 400.0289

18G1632 Cranked Setting Pin 6mm 400.0290

2065A/21-105 Setting Bracket 400.9017




400.0300

Diesel Fuel Pump Timing Set

Suitable for setting the timing on many popular diesel engines
which are fitted with fuel pumps including Bosch EP/VE rotary,
Kikki, Nippon Denso, CAV Rotodiesel found on top entry and
Peugeot XUD engines.

A | M8 Adaptor Long 400.0301
B | Extension Long - 99mm 400.0302
C | Thread Convertor M8-M12 400.0303
D | Piston Height Adaptor M14 400.0304
E | Extension 400.0305
F | Probe 400.0306
G | Mounting Bracket Assembly 400.0307
H | Dial Test Indicator 41 x 8 x 0.1mm 400.9004
I | M8 Adaptor Short 400.0309
J | Extension - Short 40.8mm 400.0310
K | M10 Adaptor - Short 400.0311

400.1625

Engine Timing Tool Set

This compact tool set includes the camshaft sprocket
and flywheel locking tools and flywheel timing pin
required when setting the valve timing and / or
changing the timing belt on DW12 series engines
used in Land Rover Freelander 2 / TD4 2.2 Duratorq
TDCi (06-) / Ford S-Max / Galaxy 2.0 TDCi / Peugeot
Boxer / 807 2.2 HDi

A | Camshaft Pulley Timing Pin 400.0580
B | Flywheel Locking Timing Pin 400.0903
C | Flywheel | Ring Gear Locking Tool Adaptor 400.0609

400.9047

Diesel Pump Locking Pin

Fuel Pump Sprocket Locking Tool. Diesel pump
locking pin for Nissan 2.2 / 2.5 engines.

Applications: Nissan diesel 2.5 / 2.2 fitted to Almera /
Almera Tino / Cabstar / Navara / Pathfinder / Primera
/ X-Trail.

KV11106030 Flywheel Locking Tool 400.9046



UNIVERSAL

400.0325

Diesel Fuel Pump Timing Set

Suitable for the correct timing of Bosch VE diesel fuel pumps
and Nippon Denso and Kikki equivalents with threaded end
fittings of M8, M10 and M12.

This module packed set has been up-graded to include the
newer M10 adaptor to suit diesel fuel pumps fitted to Ford
Transit vans.

Also suitable for use on:

Alfa Romeo, Audi, Bedford,
BMW, Daihatsu, Fiat, Ford, C

Isuzu, lveco, Lancia, Land .
Rover, Mazda, Mitsubishi, !".|

Nissan, Renault, Rover and
—»F
G] |

Volkswagen.

A M8 Adaptor Long 400.0301
B Extension Long - 99mm 400.0302
(H Thread Convertor M8-M12 400.0303
D Dial Test Indicator 41 x 8 x 0.1mm 400.9004
E M8 Adaptor Short 400.0309
F Extension - Short 40.8mm 400.0310
G | M10 Adaptor - Short 400.0311

400.9004

Dial Test Indicator

The dial test indicator is a precision measuring
instrument which turns linear motion into
angular motion by means of a rack and pinion
transmission.

Made using quality materials these units feature
bezel lock, limiting pointers and replaceable tips.

41mm dial/8mm range/0.01 increments

400.9006

Top Dead Centre Indicator

Designed to screw into the M14 spark plug hole on
small petrol engines. A series of notches indicate
when the piston is at TDC (top dead centre)

400.9026

TDC Indicator

An essential tool for measuring the cylinder
position at TDC on multi-valve engines. This
Adaptor is for use with Dial Test Indicator
400.9004 (not included)




400.9027

TDC Indicator

An essential tool for measuring the cylinder position
at TDC on multi-valve engines. This Adaptor is for
use with Dial Test Indicator 400.9004 (not included)

For use on:
Fiat Brava, Bravo 1.6/1.8 16v (95-)

Bravo, Marea, Marea Weekend, Coupe 2.0 20v and
Turbo (94-)

Engine Timing Locking Tools — Universal

A collection of the most popular locking tools
for camshafts, crankshafts and flywheel pulleys
including those fitted to Citroén/Peugeot/Fiat/
Rover/Saab/Vauxhall/Opel/Volkswagen/Audi/
Skoda/Seat/Isuzu

A ?185630A 1 217%5034 Wi, Flywheel Locking Tool 400.0436
B 23-059, T10050, 310-085 | Crankshaft Setting Tool 400.0615
[H 18G1570 Camshaft Locking Tool 400.0151
D KM852 Twin Camshaft Locking Tool (Blue) 400.0162
E KM853 Twin Camshaft Locking Tool (Gold) | 400.0163
F KM517B Flywheel Locking Tool 400.1254
G KM800-1 Camshaft Locking Tool (LH) (Red) 400.0104
H KM800-2 Camshaft Locking Tool (RH) (Green) | 400.0103

400.2379

extendable

3036, MP1 216, 6012T, 1 860 831 000, 15-030A

Camshaft Sprocket Holding Tool

An extendable camshaft holding tool
with grooved belt to cover a range
of sprockets up to 415mm diameter.
The handle extends from 100mm to
180mm for extra leverage.

Camshaft Sprocket Holding Tool | 400.2379

400.9002

Auxiliary Drive Belt Stretcher

A specially designed” tool to stretch auxiliary belts
to aid replacement. The tool can be used universally
and is supplied with 1/2"D facility.

*Registered Design.




Our Application Directory is designed
to make tool selection easy. Using
the OEM Tool code linked to our
component code we are able to
supply an application list for each

of our tool kits.

The cross reference of these codes is
listed in this applications directory.




APPLICATION DIRECTORY

OEM Tool Code KS Part No. KS Set

0132AB 400.0165 400.0150
0132AB 400.0165 400.0400
0132AB 400.0165 400.0575
0132AB 400.0165 400.0800
0132AB 400.0165 400.1650
0132AB 400.0165 400.1775
0132AE 400.9001 400.9001
0132AJ1 400.1376 400.1650
0132AJ2 400.1377 400.1650
0132AK 400.1386 400.1650
0132AK 400.1386 400.1386
0132AK 400.1386 400.1900
01320 400.0156 400.0150
0132Q 400.0156 400.0200
01320 400.0156 400.1650
01320Z 400.0156 400.0150
013207 400.0156 400.0200
01320Z 400.0156 400.1650
0132R 400.0157 400.0150
0132R 400.0157 400.0200
0132R 400.0157 400.1650
0132X 400.0153 400.0150
0132X 400.0153 400.0153
0132X 400.0153 400.0200
0132X 400.0153 400.1650
0132X1Z 400.0153 400.0150
0132X1Z 400.0153 400.0153
0132X1Z 400.0153 400.0200
0132X1Z 400.0153 400.1650
01327 400.0156 400.0150
01327 400.0156 400.0200
01327 400.0156 400.1650
0134AF 400.1383 400.1650
0134Q 400.1383 400.1650
0153A 400.0436 400.0425
0153A 400.0436 400.2650
0153A 400.0436 400.1650
0153A 400.0436 400.0436
0153AA 400.0157 400.0150
0153AA 400.0157 400.0200
0153AA 400.0157 400.1650
0153AB 400.0157 400.0150
0153AB 400.0157 400.0200
0153AB 400.0157 400.1650
0153AK 400.1386 400.1650
0153AK 400.1386 400.1386
0153AK 400.1386 400.1900
0153G 400.0285 400.0275
0153G 400.0285 400.0550
0153G 400.0285 400.1650
0153G 400.0285 400.1700
0153G 400.0285 400.1950
0153M 400.0253 400.0250
0153M 400.0253 400.0275
0153M 400.0253 400.0281
0153M 400.0253 400.1950
0153N 400.0285 400.0275
0153N 400.0285 400.0550
0153N 400.0285 400.1650
0153N 400.1361 400.1650
0153N 400.0285 400.1700
0153N 400.0285 400.1950
01532y 400.0157 400.0150
0153ZY 400.0157 400.0200
0153ZY 400.0157 400.1650
174 400.1387 400.1650
0178A 400.0255 400.0250
0178A 400.0255 400.0275
0178A 400.0255 400.0281
0178A 400.0255 400.1950
0178B 400.0252 400.0250
0178B 400.0252 400.0275

0178B

400.0252

400.1200

OEM Tool Code KS Part No. KS Set

0178D 400.0165 400.0150
0178D 400.0165 400.0400
0178D 400.0165 400.0575
0178D 400.0165 400.0800
0178D 400.0165 400.1650
0178D 400.0165 400.1775
0178E 400.1382 400.1650
0187A 400.1904 400.1900
0187E 400.1907 400.1900
0187F 400.1906 400.1900
0187) 400.1386 400.1650
0187J 400.1386 400.1386
0187) 400.1386 400.1900
0188D 400.0285 400.0275
0188D 400.0285 400.0550
0188D 400.0285 400.1650
0188D 400.1361 400.1650
0188D 400.0285 400.1700
0188D 400.0285 400.1950
0188F 400.1383 400.1650
0188F 400.1906 400.1900
0188H 400.0554 400.0550
0188H 400.0554 400.1650
0188J/J1 400.1382 400.1650
0188J2 400.1384 400.1650
0188K 400.1386 400.1650
0188K 400.1386 400.1386
0188K 400.1386 400.1900
0188M 400.1377 400.1650
0188P 400.1387 400.1650
0188P2 400.1387 400.1650
01880Q1 400.0153 400.0150
018801 400.0153 400.0153
01880Q1 400.0153 400.0200
018801 400.0153 400.1650
0188X 400.1363 400.1650
0188Y 400.1361 400.1650
0189A 400.1379 400.1650
0189AZ 400.1380 400.1650
0189B 400.0580 400.0575
01898 400.0580 400.0750
0189B 400.0580 400.0800
0189B 400.0580 400.1650
01898 400.0580 400.1900
0189C 400.1356 400.1650
0189K 400.1386 400.1650
0189K 400.1386 400.1386
0189K 400.1386 400.1900
0189L 400.1381 400.1650
0189X 400.1363 400.1650
0194C 400.0576 400.0575
0194C 400.0576 400.0800
0195K 400.0380 400.0375
0195K 400.0380 400.0375
0196C 400.0381 400.0375
0196C 400.0381 400.0375
0288D 400.1361 400.1650
07744-00104-00 400.0165 400.0150
07744-00104-00 400.0165 400.0400
07744-00104-00 400.0165 400.0575
07744-00104-00 400.0165 400.0800
07744-00104-00 400.0165 400.1650
07744-00104-00 400.0165 400.1775
09244-28000 400.0077 400.0075
09244-28100 400.0076 400.0075
1 822 146 000 400.9007 400.9007
1 822 154 000 400.0446 400.0425
1 822 154 000 400.0446 400.0446
1 822 155 000 400.9007 400.9007
1 825 013 000 400.9026 400.9026
1 825 040 000 400.9028 400.9028
1 825 041 000 400.9029 400.0425

0178B

400.0252

400.0281

1825 041 000

400.9029

400.9029

0178B

400.0252

400.1950

1 825 042 000

400.9030

400.0425

0178C/D

400.0253

400.0250

1 825 042 000

400.9030

400.9030

0178C/D

400.0253

400.0275

1842 128 000

400.9007

400.9007

0178C/D

400.0253

400.0281

1852 161 000

400.9005

400.9005

0178C/D

400.0253

400.1950

1852 161 000

400.9005

400.2300

1860 161 000

400.0436

400.0425




APPLICATION DIRECTORY

OEM Tool Code KS Part No. KS Set OEM Tool Code KS Part No. KS Set

1860 161 000 400.0436 400.2650 1871 000 200 400.2426 400.2425
1860 161 000 400.0436 400.1650 1895 879 000 400.9027 400.0425
1860 161 000 400.0436 400.0436 1 895 879 000 400.9027 400.9027
1860 443 000 400.9026 400.9026 1895 879 000 400.9027 400.2200
1 860 443 000 400.9026 400.0425 1 895 879 000 400.9027 400.2300
1860 617 000 400.0165 400.0150 10mm Timing Pin 400.0157 400.0150
1860 617 000 400.0165 400.0400 10mm Timing Pin 400.0157 400.0200
1860 617 000 400.0165 400.0575 10mm Timing Pin 400.0157 400.1650
1860 617 000 400.0165 400.0800 11 2 300 400.0126 400.0125
1860 617 000 400.0165 400.1650 11 2 300 400.0126 400.0475
1860 617 000 400.0165 400.1775 11 2 300 400.0126 400.1050
1 860 638 000 400.1388 400.1388 11 2 300 400.0126 400.1475
1860 638 000 400.1388 400.1775 11 2 300 400.0126 400.1500
1 860 703 000 400.0435 400.0425 11 3 090 400.1483 400.1475
1860 766 000 400.0437 400.0425 113190 400.0478 400.0475
1860 771 000 400.0438 400.0425 113190 400.0478 400.1475
1860 771 000 400.0438 400.0500 113 240 400.0127 400.0125
1860 819 000 400.9035 400.9035 113240 400.0127 400.0475
1860 831 000 400.9007 400.9007 11 3 240 400.0127 400.1475
1 860 845 000 400.0447 400.0425 113292 400.0482 400.0475
1 860 845 000 400.0447 400.0447 113292 400.0482 400.1075
1860 846 000 400.0439 400.0425 113292 400.0482 400.1475
1 860 847 000 400.9031 400.0425 11 3 320 400.0479 400.0475
1860 847 000 400.9031 400.9031 113320 400.0479 400.1475
1 860 863 000 400.0285 400.0275 11 3 340 400.1486 400.1475
1860 863 000 400.0285 400.0550 113340 400.1486 400.1500
1860 863 000 400.0285 400.1650 11 3 390 400.0480 400.0475
1860 863 000 400.0285 400.1700 11 3390 400.0480 400.0475
1860 863 000 400.0285 400.1950 11 3390 400.0480 400.1075
1860 874 000 400.0502 400.0425 11 3390 400.0480 400.1475
1860 875 000 400.9032 400.0425 11 3 450 400.1080 400.1075
1 860 875 000 400.9032 400.9032 11 4 220 400.0480 400.0475
1860 876 000 400.0444 400.0425 11 4 220 400.0480 400.1475
1 860 876 000 400.0444 400.0500 115120 400.0126 400.0125
1860 885 000 400.9007 400.9007 115120 400.0126 400.0475
1860 892 000 400.9033 400.0425 115120 400.0126 400.1050
1860 892 000 400.9033 400.9033 115120 400.0126 400.1475
1860 898 000 400.0440 400.0425 115120 400.0126 400.1500
1860 898 000 400.0440 400.0550 115490 400.0481 400.0475
1860 898 000 400.0440 400.0700 11 5490 400.0481 400.1475
1860 898 000 400.0440 400.0775 11 6 150 400.1078 400.1075
1860 898 000 400.0440 400.0440 116180 400.1079 400.1075
1 860 899 000 400.9034 400.0425 11 6 320 400.1484 400.1475
1860 899 000 400.9034 400.0525 11 6 320 400.1485 400.1475
1 860 899 000 400.9034 400.9034 11 6 320 400.1484 400.1500
1860 901 000 400.0441 400.0425 11 6 320 400.1485 400.1500
1860 901 000 400.0441 400.0525 11 8 240 400.9093 400.9090
1860 905 000 400.0442 400.0425 11 8 250 400.9091 400.9090
1860 905 000 400.0442 400.0550 118 370 400.9092 400.9090
1860 905 010 400.0442 400.0425 11 8 390 400.0927 400.0925
1860 905 010 400.0442 400.0550 118 410 400.0926 400.0925
1 860 931 000 400.0453 400.0450 119190 400.1486 400.1050
1860 931 000 400.0453 400.2050 119 290/291 400.1056 400.1050
1 860 932 000 400.0451 400.0425 11 9 290/292 400.1054 400.1050
1860 932 000 400.0451 400.0450 119293 400.1057 400.1050
1860 932 000 400.0451 400.2000 119 340/341 400.1053 400.1050
1860 933 000 400.0443 400.0425 11 9 350/351 400.1055 400.1050
1860 933 000 400.0443 400.2000 12-058 400.0164 400.0150
1860 933 000 400.0443 400.2025 12-058 400.0164 400.0275
1860 933 000 400.0443 400.2050 12-058 400.0164 400.0275
1860 934 000 400.0452 400.0450 12-058 400.0164 400.1950
1860 934 000 400.0452 400.2025 12-060 400.0152 400.0150
1860 934 000 400.0452 400.2025 12-108 400.0126 400.0125
1860 962 000 400.9037 400.9037 12-108 400.0126 400.0475
1860 985 000 400.0727 400.0700 12-108 400.0126 400.1050
1860 985 000 400.0727 400.0725 12-108 400.0126 400.1475
1860 985 000 400.0727 400.0775 12-108 400.0126 400.1500
1860 987 000 400.0728 400.0725 12-112 400.0479 400.0475
1860 992 000 400.0726 400.0725 12-112 400.0479 400.1475
1867 030 000 400.0436 400.0425 12-114 400.1486 400.1475
1867 030 000 400.0436 400.2650 12-114 400.1486 400.1500
1867 030 000 400.0436 400.1650 12-145 400.2601 400.2600

1867 030 000 400.0436 400.0436 12-170 400.2602 400.0425
1870 734 000 400.9038 400.9038 12-170 400.2602 400.2600
1870 797 000 400.9037 400.9037 2= 71l 400.0126 400.0125
1870 828 000 400.9036 400.9036 12-171 400.0126 400.0475
1 870 859 000 400.9039 400.9039 12-171 400.0126 400.1050
1 870 900 300 400.2427 400.2425 1A2=1L7/1L 400.0126 400.1475
1 870 900 400 400.2428 400.2425 12-171 400.0126 400.1500




E APPLICATION DIRECTORY

OEM Tool Code KS Part No. KS Set

12-172 400.1486 400.1475
12-172 400.1486 400.1500
12-173 400.1484 400.1475
12-173 400.1484 400.1500
12-174 400.1485 400.1475
12-174 400.1485 400.1500
12-175 400.0354 400.0350
12-175 400.0356 400.0350
12-187 400.0352 400.0350
12-198 400.0357 400.0350
12-232 400.0358 400.0350
12R-208 400.0353 400.0350
15-030A 400.9007 400.9007
15-046 400.9015 400.0225
15-046 400.9015 400.0275
15-046 400.9015 400.0600
15-046 400.9015 400.0625
15-046 400.9015 400.1725
15-046 400.9015 400.1950
15-046 400.9015 400.2125
15-046 400.9015 400.2225
18G 1523 400.0164 400.0150
18G 1523 400.0164 400.0275
18G 1523 400.0289 400.0275
18G 1523 400.0289 400.0275
18G 1523 400.0164 400.0275
18G 1523 400.0164 400.1950
18G 1523 400.0289 400.1950
18G 1524 400.0152 400.0150
18G 1549 400.0164 400.0150
18G 1549 400.0164 400.0275
18G 1549 400.0289 400.0275
18G 1549 400.0289 400.0275
18G 1549 400.0164 400.0275
18G 1549 400.0164 400.1950
18G 1549 400.0289 400.1950
18G 1570 400.0151 400.0150
18G 1570 400.0151 400.0151
18G 1570 400.0151 400.2650
18G 1571 400.2603 400.2600
18G 1580 400.0165 400.0150
18G 1580 400.0165 400.0400
18G 1580 400.0165 400.0575
18G 1580 400.0165 400.0800
18G 1580 400.0165 400.1650
18G 1580 400.0165 400.1775
18G 1632 400.0290 400.0275
18G 1632 400.0290 400.0275
18G 1632 400.0290 400.1950
18G 1671 400.0161 400.0150
18G 1671 400.0161 400.0161
18G 1671 400.0161 400.0400
18G 1742 400.2601 400.2600
18G 1746A 400.0357 400.0350
18G 1747 400.0351 400.0350
18G 1747-1 400.0359 400.0350
18G 1747-5 400.0358 400.0350
194B 400.0580 400.0575
194B 400.0580 400.0750
194B 400.0580 400.0800
194B 400.0580 400.1650
194B 400.0580 400.1900
2 000 018 200 400.0161 400.0150
2 000 018 200 400.0161 400.0161
2 000 018 200 400.0161 400.0400
205-072 400.9007 400.9007
2064 400.9015 400.0225
2064 400.9015 400.0275
2064 400.9015 400.0600
2064 400.9015 400.0625
2064 400.9015 400.1725
2064 400.9015 400.1950

2064

400.9015

400.2125

OEM Tool Code KS Part No. KS Set

2065A 400.9017 400.0975
2065A 400.9017 400.0281
2065A 400.9017 400.1725
2065A 400.9017 400.1950
2065A 400.9017 400.2125
2065A 400.9017 400.2225
21-104 400.0257 400.0250
21-104 400.0257 400.0275
21-104 400.0257 400.0600
21-104 400.0257 400.1200
21-104 400.0257 400.0281
21-104 400.0257 400.1950
21-105 400.9017 400.0225
21-105 400.9017 400.0250
21-105 400.9017 400.0275
21-105 400.9017 400.0600
21-105 400.9017 400.0625
21-105 400.9017 400.0975
21-105 400.9017 400.0281
21-105 400.9017 400.1725
21-105 400.9017 400.1950
21-105 400.9017 400.2125
21-105 400.9017 400.2225
21-123 400.0254 400.0250
21-123 400.0254 400.0275
21-123 400.0254 400.0600
21-123 400.0254 400.1575
21-123 400.0254 400.0281
21-123 400.0254 400.1950
21-162 400.0154 400.0150
21-162 400.0154 400.0175
21-162 400.0154 400.0600
21-162 400.0154 400.1950
21-162B 400.0154 400.0150
21-162B 400.0154 400.0175
21-162B 400.0154 400.0600
21-162B 400.0154 400.1950
21-163 400.0603 400.0175
21-163 400.0603 400.0600
21-163 400.0603 400.1525
21-163 400.0603 400.1825
21-168 400.0609 400.0600
21-168 400.0609 400.1200
21-168 400.0609 400.0609
21-210 400.0155 400.0150
21-210 400.0155 400.0175
21-210 400.0155 400.0600
21-210 400.0155 400.1525
21-229 400.1105 400.1200
21-230 400.1107 400.1200
21-234 400.0577 400.0575
21-234 400.0577 400.0800
21-238 400.0807 400.0800
21-251 400.0577 400.0575
21-251 400.0578 400.0575
21-251 400.0577 400.0800
21-259 400.0905 400.1200
21-259 400.0905 400.1525
21-260 400.0165 400.0150
21-260 400.0165 400.0400
21-260 400.0165 400.0575
21-260 400.0165 400.0800
21-260 400.0165 400.1650
21-260 400.0165 400.1775
21-262 400.0576 400.0575
21-262 400.0576 400.0800
21-263 400.0580 400.0575
21-263 400.0580 400.0750
21-263 400.0580 400.0800
21-263 400.0580 400.1650
21-263 400.0580 400.1900
23-019 400.0251 400.0250

2064

400.9015

400.2225

23-019

400.0251

400.0275

2065A

400.9017

400.0225

23-019

400.0251

400.0600

2065A

400.9017

400.0250

23-019

400.0251

400.0281

2065A

400.9017

400.0275

23-019

400.0251

400.1950

2065A

400.9017

400.0600

23-020

400.0281

400.0250

2065A

400.9017

400.0625

23-020

400.0281

400.0275

23-020

400.0281

400.0600




APPLICATION DIRECTORY

OEM Tool Code KS Part No. KS Set OEM Tool Code KS Part No. KS Set

23-020 400.0281 400.0281 303-734 400.0576 400.0800
23-020 400.0281 400.1950 303-735 400.0580 400.0575
23-029 400.0614 400.0600 303-735 400.0580 400.0750
23-047 400.9015 400.0225 303-735 400.0580 400.0800
23-047 400.9015 400.0275 303-735 400.0580 400.1650
23-047 400.9015 400.0600 303-735 400.0580 400.1900
23-047 400.9015 400.0625 303-748 400.0905 400.1200
23-047 400.9015 400.1725 303-748 400.0905 400.1525
23-047 400.9015 400.1950 303-947 400.2601 400.2600
23-047 400.9015 400.2125 3036 400.9007 400.9007
23-047 400.9015 400.2225 310-083A 400.0808 400.0800
23-058 400.9019 400.0600 310-084 400.9019 400.0600
23-058 400.9019 400.0625 310-084 400.9019 400.0625
23-058 400.9019 400.2225 310-084 400.9019 400.2225
23-059 400.0615 400.2650 310-085 400.0615 400.2650
23-059 400.0615 400.0600 310-085 400.0615 400.0600
23-059 400.0615 400.0625 310-085 400.0615 400.0625
23-059 400.0615 400.2700 310-085 400.0615 400.2700
23-059 400.0615 400.2225 310-085 400.0615 400.2225
2mm Drill Bit 400.0482 400.0475 3242 400.0159 400.0150
2mm Drill Bit 400.0482 400.1075 3242 400.0159 400.0225
2mm Drill Bit 400.0482 400.1475 3242 400.0159 400.1150
3.3mm Drill Bit 400.1158 400.1150 3242 400.0159 400.1550
303193 400.0257 400.0250 3242 400.9013 400.9013
303 193 400.0257 400.0275 3242 400.0159 400.2225
303193 400.0257 400.0600 3268 400.9040 400.9040
303 193 400.0257 400.1200 3313 400.9004 400.0300
303 193 400.0257 400.0281 3313 400.9004 400.0325
303193 400.0257 400.1950 3313 400.9004 400.0425
303 376B 400.1101 400.1200 3313 400.9004 400.1950
303 376B 400.1101 400.1525 3313 400.9004 400.2200
303 376B 400.1101 400.1825 3313 400.9004 400.2300
303-1054 400.0901 400.1200 3355 400.9041 400.0975
303-1054 400.1106 400.1200 3359 400.9018 400.0600
303-1054 400.0901 400.2700 3359 400.9018 400.0625
303-1054 400.0901 400.2300 3359 400.9018 400.1150
303-1059 400.0903 400.1200 3359 400.9018 400.2700
303-1097 400.0902 400.1200 3359 400.9018 400.2225
303-1116 400.0379 400.0375 3366 400.1421 400.2175
303-1117 400.0378 400.0375 3366 400.1421 400.2300
303-1132 400.0376 400.0375 3369 400.0637 400.0625
303-1151 400.0806 400.0800 3369 400.0637 400.1550
303-1468 400.2428 400.2425 3369 400.0637 400.2075
303-1469 400.2427 400.2425 3369 400.0637 400.2225
303-367 400.0154 400.0150 3387 400.9010 400.9010
303-367 400.0154 400.0175 3387 400.9010 400.2225
303-367 400.0154 400.0600 3387 400.9010 400.2300
303-367 400.0154 400.1950 3391 400.9012 400.0225
303-376 400.0154 400.0150 3391 400.9012 400.9012
303-376 400.0154 400.0175 3411 400.2077 400.2075
303-376 400.0154 400.0600 3418 400.9044 400.0625
303-376 400.0154 400.1950 3418 400.9045 400.1575
303-393 400.0609 400.0600 3418 400.9044 400.9044
303-393 400.0609 400.1200 3418 400.9044 400.2225
303-393 400.0609 400.0609 3418 400.9045 400.9045
303-393-01 400.0616 400.0600 3458 400.0160 400.0150
303-393-01 400.0616 400.1200 3458 400.0160 400.0225
303-393-02 400.0609 400.1200 3458 400.0160 400.1550
303-507 400.0155 400.0150 3458 400.0160 400.2225
303-507 400.0155 400.0175 4507-TA 400.0156 400.0150
303-507 400.0155 400.0600 4507-TA 400.0156 400.0200
303-507 400.0155 400.1525 4507-TA 400.0156 400.1650
303-620 400.0603 400.0175 4507-TB 400.0157 400.0150
303-620 400.0603 400.0600 4507-TB 400.0157 400.0200
303-620 400.0603 400.1525 4507-TB 400.0157 400.1650
303-620 400.0603 400.1825 4507-TJ 400.0153 400.0150
303-651 400.1105 400.1200 4507-TJ 400.0153 400.0153
303-652 400.1107 400.1200 4507-TJ 400.0153 400.0200
303-679 400.0807 400.0800 4507-TJ 400.0153 400.1650
303-698 400.0577 400.0575 4507-TL 400.1355 400.1650
303-698 400.0578 400.0575 4527-T.S1 400.1375 400.1650
303-698 400.0577 400.0800 4527-T.S2 400.0165 400.0150

303-732 400.0165 400.0150 4527-T.S2 400.0165 400.0400
303-732 400.0165 400.0400 4527-T.52 400.0165 400.0575
303-732 400.0165 400.0575 4527-T.52 400.0165 400.0800
303-732 400.0165 400.0800 4527-T.S2 400.0165 400.1650
303-732 400.0165 400.1650 4527-T.52 400.0165 400.1775
303-732 400.0165 400.1775 4533-TAC1 400.1376 400.1650
303-734 400.0576 400.0575 4533-TAC2 400.1377 400.1650




APPLICATION DIRECTORY

OEM Tool Code KS Part No. KS Set

4533-TAD 400.1386 400.1650
4533-TAD 400.1386 400.1386
4533-TAD 400.1386 400.1900
4533-TZ 400.9001 400.9001
49JE01 054 400.0154 400.0150
49JE01 054 400.0154 400.0175
49JE01 054 400.0154 400.0600
49JE01 054 400.0154 400.1950
49JEO01 061 400.0580 400.0575
49JE01 061 400.0580 400.0750
49JEO01 061 400.0580 400.0800
49JEO01 061 400.0580 400.1650
49JEO01 061 400.0580 400.1900
50009 400.0978 400.2125
5711-TA 400.0254 400.0250
5711-TA 400.0254 400.0275
5711-TA 400.0254 400.0600
5711-TA 400.0254 400.1575
5711-TA 400.0254 400.0281
5711-TA 400.0254 400.1950
5711-TB 400.0252 400.0250
5711-TB 400.0252 400.0275
5711-TB 400.0252 400.1200
5711-TB 400.0252 400.0281
5711-TB 400.0252 400.1950
5711-TC 400.0253 400.0250
5711-TC 400.0253 400.0275
5711-TC 400.0253 400.0281
5711-TC 400.1378 400.1650
5711-TC 400.0253 400.1950
5711-TD 400.0165 400.0150
5711-TD 400.0165 400.0400
5711-TD 400.0165 400.0575
5711-TD 400.0165 400.0800
5711-TD 400.0165 400.1650
5711-TD 400.0165 400.1775
5711-TE 400.1382 400.1650
5193 400.9015 400.0225
5193 400.9015 400.0275
5193 400.9015 400.0600
5193 400.9015 400.0625
5193 400.9015 400.1725
5193 400.9015 400.1950
5193 400.9015 400.2125
5193 400.9015 400.2225
5199 400.9007 400.9007
6 mm. 400.0252 400.0250
6 mm. 400.0252 400.0275
6 mm. 400.0252 400.1200
6 mm. 400.0252 400.0281
6 mm. 400.0252 400.1950
6012T 400.0436 400.0425
6012T 400.0436 400.2650
6012T 400.0436 400.1650
6012T 400.0436 400.0436
6016T 400.9007 400.9007
6mm 400.0252 400.0800
7004TG 400.0285 400.0275
7004TG 400.0285 400.0550
7004TG 400.0285 400.1650
7004TG 400.0285 400.1700
7004TG 400.0285 400.1950
7014-TJ 400.0285 400.0275
7014-TJ 400.0285 400.0550
7014-TJ 400.0285 400.1650
7014-TJ 400.0285 400.1700
7014-TJ 400.0285 400.1950
7014-TM 400.0158 400.0150
7014-TM 400.0158 400.0200
7014-TM 400.0158 400.1650
7015-T 400.1387 400.1650
7017-TR 400.1360 400.1650

7017-TW

400.1385

400.1650

OEM Tool Code KS Part No. KS Set

8 mm 400.0285 400.1950
83 95 337 400.0678 400.0675
83 95 337 400.0678 400.0700
83 95 337 400.0678 400.1575
83 95 352 400.0679 400.0675
83 95 352 400.0679 400.0700
83 95 352 400.0679 400.1575
83 95 386 400.0680 400.0675
83 95 386 400.0680 400.0700
83 95 386 400.0680 400.1575
83 95 395 400.0676 400.0675
83 95 395 400.0677 400.0675
83 95 395 400.0676 400.0700
83 95 395 400.0677 400.0700
83 95 395 400.0676 400.1575
83 95 395 400.0677 400.1575
8929 400.1028 400.1025
8932 400.1026 400.1025
8933 400.1027 400.1025
9041-TZ 400.0157 400.0150
9041-TZ 400.0157 400.0200
9041-TZ 400.0157 400.1650
9041-TZ 400.1378 400.1650
9044-T 400.1383 400.1650
9767-34 400.0285 400.0275
9767-34 400.0285 400.0550
9767-34 400.0285 400.1650
9767-34 400.0285 400.1700
9767-34 400.0285 400.1950
9765.54 400.0436 400.0425
9765.54 400.0436 400.2650
9765.54 400.0436 400.1650
9765.54 400.0436 400.0436
9767.27 400.0157 400.0150
9767.27 400.0157 400.0200
9767.27 400.0157 400.1650
9767.89 400.0153 400.0150
9767.89 400.0153 400.0153
9767.89 400.0153 400.0200
9767.89 400.0153 400.1650
9767.89 400.0153 400.0250
9767.94 400.0253 400.0275
9767.94 400.0253 400.0281
9767.94 400.0253 400.1950
99360614 400.0401 400.0400
99360615 400.0402 400.0400
999 5645 400.9007 400.9007
999 5649 400.9041 400.0975
999 7151 400.0154 400.0150
999 7151 400.0154 400.0175
999 7151 400.0154 400.0600
999 7151 400.0154 400.1950
999 7152 400.0905 400.1200
999 7152 400.0905 400.1525
999 7201 400.0603 400.0175
999 7201 400.0603 400.0600
999 7201 400.0603 400.1525
999 7201 400.0603 400.1825
999-5190 400.9017 400.0225
999-5190 400.9017 400.0250
999-5190 400.9017 400.0600
999-5190 400.9017 400.0625
999-5190 400.9017 400.0975
999-5190 400.9017 400.0281
999-5190 400.9017 400.1950
999-5190 400.9017 400.2125
999-5190 400.9017 400.2225
999-5193 400.9015 400.0225
999-5193 400.9015 400.0275
999-5193 400.9015 400.0600
999-5193 400.9015 400.0625
999-5193 400.9015 400.1725

7099TM

400.1361

400.1650

999-5193

400.9015

400.1950

7099-TM

400.1361

400.1650

999-5193

400.9015

400.2125

8 mm

400.0285

400.0275

999-5193

400.9015

400.2225

8 mm

400.0285

400.0550

999-5382

400.0306

400.0300

8 mm

400.0285

400.1650

999-5382

400.0307

400.0300

8 mm

400.0285

400.1700

999-5382

400.0307

400.1950

999-5382

400.0306

400.1950




APPLICATION DIRECTORY

OEM Tool Code KS Part No. KS Set OEM Tool Code KS Part No. KS Set

999-5451 400.1808 400.1800 KM 6340 400.1255 400.2800
999-5451 400.1808 400.1825 KM 652 400.9045 400.1575
999-5451 400.1808 400.1850 KM 652 400.9045 400.9045
999-5452 400.1812 400.1800 KM 661-2 400.0651 400.0650
999-5452 400.1812 400.1825 KM 661-2 400.0651 400.1575
999-5452 400.1812 400.1850 KM 661-2 400.0651 400.1950
999-5452 400.1812 400.1812 KM 666 400.1576 400.1576
999-5649 400.9041 400.0975 KM 666 400.1576 400.1575
999-5705 400.9007 400.9007 KM 800-1 400.0103 400.0100
999-5709 400.0076 400.0075 KM 800-1 400.0103 400.2650
999-7119 400.0609 400.0600 KM 800-1 400.0103 400.0104
999-7119 400.0609 400.1200 KM 800-10 400.0101 400.0100
999-7119 400.0609 400.0609 KM 800-10 400.0101 400.0101
999-7120 400.0616 400.0600 KM 800-2 400.0104 400.0100
999-7120 400.0616 400.1200 KM 800-2 400.0104 400.2650
999-7120 400.0609 400.1200 KM 800-2 400.0104 400.0103
999-7121 400.0576 400.0575 KM 800-20 400.0102 400.0100
999-7121 400.0576 400.0800 KM 800-20 400.0102 400.0102
999-7122 400.0580 400.0575 KM 800-30 400.0105 400.0100
999-7122 400.0580 400.0750 KM 8070 400.1251 400.1251
999-7122 400.0580 400.0800 KM 8070 400.1251 400.1575
999-7122 400.0580 400.1650 KM 811 400.0479 400.0475
999-7122 400.0580 400.1900 KM 811 400.0479 400.1475
999-7151 400.1101 400.1200 KM 813 400.0126 400.0125
999-7151 400.1101 400.1525 KM 813 400.0126 400.0475
999-7151 400.1101 400.1825 KM 813 400.0126 400.1050
999-7152 400.0155 400.0150 KM 813 400.0126 400.1475
999-7152 400.0155 400.0175 KM 813 400.0126 400.1500
999-7152 400.0155 400.0600 KM 823 400.1486 400.1475
999-7152 400.0155 400.1525 KM 823 400.1486 400.1500
999-7169 400.0165 400.0150 KM 851 400.0652 400.0650
999-7169 400.0165 400.0400 KM 851 400.0652 400.1575
999-7169 400.0165 400.0575 KM 851 400.0652 400.1950
999-7169 400.0165 400.0800 KM 852 400.0162 400.0150
999-7169 400.0165 400.1650 KM 852 400.0162 400.2650
999-7169 400.0165 400.1775 KM 852 400.0162 400.1575
1,11589E+11 400.1028 400.1025 KM 852 400.0162 400.0162
6,01589E+11 400.1026 400.1025 KM 853 400.0163 400.0150
6,02589E+11 400.1027 400.1025 KM 853 400.0163 400.2650
EN-46781 400.0727 400.0700 KM 853 400.0163 400.1575
EN-46781 400.0727 400.0725 KM 853 400.0163 400.0163
EN-46781 400.0727 400.0775 KM 911 400.9046 400.1575
EN-46785 400.0779 400.0775 KM 911 400.9046 400.9046
EN-46788 400.0780 400.0700 KM 927 400.0678 400.0675
EN-46788 400.0780 400.0775 KM 927 400.0678 400.0700
EN-46789 400.0781 400.0700 KM 927 400.0678 400.1575
EN-46789 400.0781 400.0775 KM 929 400.0679 400.0675
EN-46789-100 400.0782 400.0700 KM 929 400.0679 400.0700
EN-46789-100 400.0782 400.0775 KM 929 400.0679 400.1575
Facom D86 400.0436 400.0425 KM 932 400.0680 400.0675
Facom D86 400.0436 400.2650 KM 932 400.0680 400.0700
Facom D86 400.0436 400.1650 KM 932 400.0680 400.1575
Facom D86 400.0436 400.0436 KM 933 400.0676 400.0675
Hazet 2587 400.9008 400.0625 KM 933 400.0677 400.0675
Hazet 2587 400.9008 400.9008 KM 933 400.0676 400.0700
Hazet 2587 400.9008 400.2225 KM 933 400.0677 400.0700
KM 517B 400.1254 400.2650 KM 933 400.0676 400.1575
KM 517B 400.1254 400.1575 KM 933 400.0677 400.1575
KM 517B 400.1254 400.1254 KM 951 400.0653 400.0650
KM 571A 400.9004 400.0300 KM 951 400.0653 400.1575
KM 571A 400.9004 400.0325 KM 951 400.0653 400.1950
KM 571A 400.9004 400.0425 KM 952 400.0702 400.1575
KM 571A 400.9004 400.1950 KM 952 400.1808 400.1800
KM 571A 400.9004 400.2200 KM 952 400.1808 400.1825
KM 571A 400.9004 400.2300 KM 952 400.1808 400.1850
KM 571-B 400.1585 400.1575 KM 953 400.1275 400.1575
KM 6011 400.0254 400.0250 KM 954 400.0703 400.1575
KM 6011 400.0254 400.0275 KM 955 400.0704 400.1575
KM 6011 400.0254 400.0600 KM 955 400.0705 400.1575
KM 6011 400.0254 400.1575 LDV102 400.1811 400.1800
KM 6011 400.0254 400.0281 LDV102 400.1811 400.1825
KM 6011 400.0254 400.1950 LDV102 400.1811 400.1850

KM 6077 400.2327 400.2325 LDV102 400.1811 400.1811
KM 6130 400.0778 400.0775 LRT 12-058 400.0164 400.0150
KM 6148 400.2326 400.2325 LRT 12-058 400.0164 400.0275
KM 6203 400.0758 400.0750 LRT 12-058 400.0164 400.0275
KM 6204 400.0759 400.0750 LRT 12-058 400.0164 400.1950
KM 6205 400.0760 400.0750 LRT 12-060 400.0152 400.0150
KM 6333 400.1256 400.2800 LRT 12-108 400.0126 400.0125




APPLICATION DIRECTORY

OEM Tool Code KS Part No. KS Set

LRT 12-108 400.0126 400.0475
LRT 12-108 400.0126 400.1050
LRT 12-108 400.0126 400.1475
LRT 12-108 400.0126 400.1500
LRT 12-112 400.0479 400.0475
LRT 12-112 400.0479 400.1475
LRT 12-114 400.1486 400.1475
LRT 12-114 400.1486 400.1500
LRT 12-145 400.2601 400.2600
LRT 12-170 400.2602 400.0425
LRT 12-170 400.2602 400.2600
LRT 12-171 400.0126 400.0125
LRT 12-171 400.0126 400.0475
LRT 12-171 400.0126 400.1050
LRT 12-171 400.0126 400.1475
LRT 12-171 400.0126 400.1500
LRT 12-172 400.1486 400.1475
LRT 12-172 400.1486 400.1500
LRT 12-173 400.1484 400.1475
LRT 12-173 400.1484 400.1500
LRT 12-174 400.1485 400.1475
LRT 12-174 400.1485 400.1500
LRT 12-175 400.0356 400.0350
LRT 12-187 400.0352 400.0350
LRT 12-198 400.0357 400.0350
LRT 12-232 400.0358 400.0350
LRT 12R-208 400.0353 400.0350
M10 x 70mm 400.0157 400.0150
M10 x 70mm 400.0157 400.0200
M10 x 70mm 400.0157 400.1650
M10 x 70mm. 400.0157 400.0150
M10 x 70mm. 400.0157 400.0200
M10 x 70mm. 400.0157 400.1650
M5 x 55mm 400.0635 400.0625
M5 x 55mm 400.0635 400.2225
M5 x 60mm 400.0634 400.0625
M5 x 60mm 400.0634 400.2225
M6 x 30mm Setscrew 400.0753 400.0750
M6 x 30mm Setscrew 400.0753 400.1575
M6 x 30mm Setscrew 400.0753 400.1800
M8 x 35mm 400.0286 400.0275
M8 x 35mm 400.0286 400.0275
M8 x 35mm 400.0286 400.0550
M8 x 35mm 400.0286 400.1650
M8 x 35mm 400.0286 400.1700
M8 x 35mm 400.0286 400.1900
M8 x 35mm 400.0286 400.1950
M8 x 40mm 400.0287 400.0275
M8 x 40mm 400.0287 400.0275
M8 x 40mm 400.0287 400.0550
M8 x 40mm 400.0287 400.1575
M8 x 40mm 400.0287 400.1650
M8 x 40mm 400.0287 400.1950
M8 x 70mm 400.1362 400.1650
M8 x 70mm 400.1362 400.1800
M8 x 70mm 400.1362 400.1900
Matra V159 400.9008 400.0625
Matra V159 400.9008 400.9008
Matra V159 400.9008 400.2225
MD 998767 400.0076 400.0075
MD998767 400.0076 400.0075
MKM-571-A 400.9004 400.0300
MKM-571-A 400.9004 400.0325
MKM-571-A 400.9004 400.0425
MKM-571-A 400.9004 400.1950
MKM-571-A 400.9004 400.2200
MKM-571-A 400.9004 400.2300
MOT 1054 400.0754 400.1775
MOT 1054 400.0754 400.1800
MOT 1054 400.0754 400.1875
MOT 1054 400.0754 400.1925
MOT 1135 400.9021 400.1800

MOT 1135

400.9021

400.9021

OEM Tool Code KS Part No. KS Set

MOT 1337 400.1812 400.1850
MOT 1337 400.1812 400.1812
MOT 1340 400.1808 400.1800
MOT 1340 400.1808 400.1825
MOT 1340 400.1808 400.1850
MOT 1348 400.1811 400.1800
MOT 1348 400.1811 400.1825
MOT 1348 400.1811 400.1850
MOT 1348 400.1811 400.1811
MOT 1384 400.1815 400.1800
MOT 1386 400.1810 400.1800
MOT 1428 400.1906 400.1900
MOT 1429 400.1907 400.1900
MOT 1430 400.0603 400.0175
MOT 1430 400.0580 400.0575
MOT 1430 400.0603 400.0600
MOT 1430 400.0580 400.0750
MOT 1430 400.0580 400.0800
MOT 1430 400.0603 400.1525
MOT 1430 400.0580 400.1650
MOT 1430 400.0603 400.1825
MOT 1430 400.0580 400.1900
MOT 1430-01 400.1904 400.1900
MOT 1436 400.1386 400.1650
MOT 1436 400.1386 400.1386
MOT 1436 400.1386 400.1900
MOT 1489 400.0751 400.0750
MOT 1489 400.0751 400.1800
MOT 1489 400.0751 400.1875
MOT 1490 400.9022 400.1800
MOT 1490 400.9022 400.9022
MOT 1496 400.1814 400.1800
MOT 1496 400.1814 400.1875
MOT 1526 400.1926 400.1925
MOT 1534 400.0760 400.0750
MOT 1536 400.0758 400.0750
MOT 1537 400.0759 400.0750
MOT 1538 400.0757 400.0750
MOT 1543 400.9023 400.0750
MOT 1543 400.9023 400.9023
MOT 799 400.9007 400.9007
MOT 861 400.0754 400.1775
MOT 861 400.0754 400.1800
MOT 861 400.0754 400.1875
MOT 861 400.0754 400.1925
MOT 863 400.0754 400.1775
MOT 863 400.0754 400.1800
MOT 863 400.0754 400.1875
MOT 863 400.0754 400.1925
MOT 910 400.1804 400.1800
MOT 910 400.1805 400.1800
MOT1705 400.9024 400.9024
MOT1750 400.1879 400.1875
MOT1801 400.9025 400.9025
MP1 216 400.9007 400.9007
MP1 300 400.9017 400.0225
MP1 300 400.9017 400.0250
MP1 300 400.9017 400.0600
MP1 300 400.9017 400.0625
MP1 300 400.9017 400.0975
MP1 300 400.9017 400.0281
MP1 300 400.9017 400.1950
MP1 300 400.9017 400.2125
MP1 300 400.9017 400.2225
MP1 301 400.9018 400.0600
MP1 301 400.9018 400.0625
MP1 301 400.9018 400.1150
MP1 301 400.9018 400.2700
MP1 301 400.9018 400.2225
MP1 302 400.9008 400.0625
MP1 302 400.9008 400.9008
MP1 302 400.9008 400.2225

MOT 1200-1

400.9016

400.1366

MP1-216

400.1421

400.2175

MOT 1312

400.1813

400.1800

MP1-216

400.1421

400.2300

MOT 1312

400.1813

400.1813

MP1-312

400.9044

400.0625

MOT 1318

400.1807

400.1800

MP1-312

400.9044

400.9044

MOT 1337

400.1812

400.1800

MP1-312

400.9044

400.2225

MOT 1337

400.1812

400.1825

0ouT0000127

400.1361

400.1650

Shims

400.0258

400.0250




APPLICATION DIRECTORY

OEM Tool Code KS Part No. KS Set OEM Tool Code KS Part No. KS Set

Shims 400.0258 400.0275 120044 400.1421 400.2175
Shims 400.0258 400.0600 120044 400.1421 400.2300
Shims 400.0258 400.0975 T20046 400.0355 400.0350
Shims 400.0258 400.1950 120046 400.0355 400.0625
Shims 400.0258 400.2125 T20046 400.0355 400.2175
Shims 400.0258 400.2225 120046 400.0355 400.2200
Support Guides 10mm 400.2078 400.2075 T20046 400.0355 400.2225
710008 400.9017 400.0225 720102 400.9018 400.0600
T10008 400.9017 400.0250 120102 400.9018 400.0625
710008 400.9017 400.0600 720102 400.9018 400.1150
710008 400.9019 400.0600 1720102 400.9018 400.2700
T10008 400.9019 400.0625 T20102 400.9018 400.2225
710008 400.9017 400.0625 120167 400.1425 400.2700
T10008 400.9017 400.0975 T20167 400.1425 400.2175
710008 400.9017 400.0281 120167 400.1425 400.2300
T10008 400.9017 400.1950 T40011 400.0355 400.2275
710008 400.9017 400.2125 T40011 400.0355 400.2300
T10008 400.9017 400.2225 T40026 400.2276 400.2275
710008 400.9019 400.2225 T40028 400.2278 400.2275
T10016 400.9020 400.0625 T40030 400.2277 400.2275
710016 400.9020 400.2225 T40049 400.1153 400.1150
710020 400.9010 400.9010 T40058 400.9043 400.1150
T10020 400.9011 400.2175 T40058 400.9043 400.2300
710020 400.9010 400.2225 T40060 400.1155 400.1150
T10020 400.9010 400.2300 T40061 400.1156 400.1150
710025 400.9042 400.2125 T40062 400.1157 400.1150
T10025 400.9042 400.9042 T40069 400.1429 400.2250
T10050 400.0615 400.2650 T40069 400.1429 400.2300
T10050 400.0615 400.0600 T40070 400.1428 400.2250
T10050 400.0615 400.0625 T40070 400.1428 400.2300
T10050 400.0615 400.2700 T40071 400.1430 400.2250
T10050 400.0615 400.2225 T40071 400.1430 400.2300
T10060 400.1425 400.2700 T40098 400.2153 400.0975
T10060 400.1425 400.2175 T40098 400.2153 400.2150
T10060 400.1425 400.2300 Tensioner Pin 400.0355 400.0350
T10060A 400.1425 400.2700 Tensioner Pin 400.0355 400.0625
T10060A 400.1425 400.2175 Tensioner Pin 400.0355 400.2175
T10060A 400.1425 400.2300 Tensioner Pin 400.0355 400.2200
710068 400.9040 400.9040 Tensioner Pin 400.0355 400.2225
T10092 400.1422 400.2175 Tensioner Pin 400.0355 400.2275
710092 400.1422 400.2300 Tensioner Pin 400.0355 400.2300
710100 400.1415 400.2700 Timing Pin 8mm 400.0754 400.1775
T10100 400.1415 400.2225 Timing Pin 8mm 400.0754 400.1800
710115 400.0901 400.1200 Timing Pin 8mm 400.0754 400.1875
T10115 400.0901 400.2700 Timing Pin 8mm 400.0754 400.1925
710115 400.0901 400.2300 Torx 45 Key 400.0808 400.0800
T10120 400.0828 400.0825 U20002 400.9007 400.9007
T10121 400.0827 400.0825 U20003 400.9015 400.0225
710123 400.0826 400.0825 U20003 400.9015 400.0275
710170 400.9005 400.9005 U20003 400.9015 400.0600
710170 400.9027 400.0425 U20003 400.9015 400.0625
T10170 400.9027 400.9027 U20003 400.9015 400.1725
710170 400.9027 400.2200 U20003 400.9015 400.1950
T10170 400.9027 400.2300 U20003 400.9015 400.2125
710170 400.9005 400.2300 U20003 400.9015 400.2225
T10171 400.1427 400.2200 U30009 400.9008 400.0625
710171 400.1427 400.2300 U30009 400.9008 400.9008
710193 400.1126 400.1125 U30009 400.9008 400.2225
710194 400.1127 400.1125 U40021 400.9017 400.0225
710195 400.1128 400.1125 U40021 400.9017 400.0250
710199 400.1129 400.1125 U40021 400.9017 400.0600
T10199/1 400.1130 400.1125 U40021 400.9017 400.0625
710200 400.1131 400.1125 U40021 400.9017 400.0975
710225 400.1132 400.1125 U40021 400.9017 400.0281
T10226 400.1133 400.1125 U40021 400.9017 400.1950
710234 400.1134 400.1125 U40021 400.9017 400.2125
T10252 400.1420 400.2175 u40021 400.9017 400.2225
710252 400.1420 400.2300 u40074 400.9018 400.0600
710264 400.2151 400.2150 U40074 400.9018 400.0625
710265 400.2152 400.2150 u40074 400.9018 400.1150
T10340 400.2206 400.2200 U40074 400.9018 400.2700
710341 400.2205 400.2200 U40074 400.9018 400.2225

T20018 400.1421 400.2175
T20018 400.1421 400.2300
T20018A 400.1421 400.2175
T20018A 400.1421 400.2300
T20038 400.9044 400.0625
T20038 400.9044 400.9044
T20038 400.9044 400.2225




PART NO. PAGE PART NO. PAGE PART NO. PAGE
400.0029 42 400.0255 45,59 400.0400 7
400.0030 42 400.0256 45,58 400.0401 7
400.0050 51 400.0257 43,44,45,58,59 400.0402 7
400.0051 51 400.0258 27,31,35,43, 400.0425 6
400.0052 51 44, 45,58,59 400.0428 6
400.0053 51 400.0275 59 400.0435 6
400.0075 56 400.0281 44,58,59 400.0436 6,12,14,62
400.0076 56 400.0285 7,9,12,14,58,59 400.0437 6
400.0077 56 400.0286 7,9,12,14,17,58,59 400.0438 6,9
400.0100 49,54 400.0287 7,9,14,48,50,58,59 400.0439 6
400.0101 49,54 400.0289 58,59 400.0440 6,9,49
400.0102 49,54 400.0290 58,59 400.0441 6,8
400.0103 49,54,62 400.0300 60 400.0442 6,9
400.0104 49,54,62 400.0301 58,60,61 400.0443 8,9
400.0105 49,54 400.0302 58,60,61 400.0444 6,9
400.0125 21 400.0303 58,60,61 400.0445 6
400.0126 20,21,22,41 400.0304 58,60 400.0446 6
400.0127 20,21 400.0305 58,60 400.0447 6
400.0150 59 400.0306 58,60 400.0450 9
400.0151 41,59,62 400.0307 58,60 400.0451 8,9
400.0152 59 400.0309 46,48,49,58,60,61 400.0452 8,9
400.0153 12,13,14,59 400.0310 58,60,61 400.0453 9
400.0154 44,46,56,58,59 400.0311 58,60,61 400.0475 21
400.0155 56,59 400.0325 60 400.0478 20,21
400.0156 12,13,14,59 400.0350 40 400.0479 20,21
400.0157 12,13,14,59 400.0351 40 400.0480 20,21
400.0158 12,13,14,59 400.0352 40 400.0481 20,21
400.0159 27,30,31,35,36,59 400.0353 40 400.0482 20,21
400.0160 27,31,35,36,59 400.0354 40 400.0500 9
400.0161 7,59 400.0355 27,28,29,31, 400.0502 6,9
400.0162 48,50,53,54,62 34,40,43,47 400.0525 8
400.0163 59 400.0356 40 400.0550 9
400.0164 58,59 400.0357 40 400.0554 9,11,12,14
400.0165  7,12,13,14,17,24,59 400.0358 40 400.0575 47
400.0175 46,56 400.0359 40 400.0576 43,47
400.0200 13 400.0375 13,40 400.0577 43,47
400.0225 35 400.0376 13,40 400.0578 43,47
400.0250 45 400.0377 13,14,40 400.0580 12,14,15,17,24,47,60

400.0251

43,44,45,58,59

400.0378

13,40

400.0600

44

400.0252

44,45,47,58,59

400.0379

13,40

400.0603

43,44,46,55

400.0253

45,58,59

400.0380

13,14,40

400.0609

43,44,45,60

400.0254

44,45,48,50, 58,59

400.0381

13,14,40

400.0614

44




PART NO. PAGE PART NO. PAGE PART NO. PAGE
400.0615 27,31,36,43, 400.0806 43,47 400.1003 11
44,46,62 400.0807 43,47 400.1004 11
400.0616 43,44 400.0808 47 400.1005 11
400.0625 27 400.0825 34 400.1006 11
400.0634 27,31 400.0826 34 400.1009 11
400.0635 27,31 400.0827 34 400.1025 26
400.0637 27,31,36 400.0828 34 400.1026 26
400.0650 52 400.0850 24 400.1027 26
400.0651 50,52,58 400.0851 23,24 400.1028 26
400.0652 48,50,52,58 400.0852 24 400.1050 20
400.0653 48,50,52,58 400.0853 24 400.1052 20,24
400.0675 49,54 400.0854 11,24 400.1053 20
400.0676 48,49,50,54 400.0875 23 400.1054 20
400.0677 48,49,50,54 400.0876 23 400.1055 20
400.0678 48,49,50,54 400.0877 23 400.1056 20
400.0679 48,49,50,54 400.0878 23 400.1057 20
400.0680 48,49,50,54 400.0880 23 400.1075 21
400.0700 51 400.0900 46 400.1078 21
400.0701 51 400.0901 31,43,44,46 400.1079 21
400.0702 48,50,51 400.0902 28,36,43,44,46 400.1080 21
400.0703 48,50,51 400.0903 44,46,60 400.1100 45
400.0704 48,50,51 400.0904 43,44,45 400.1101 43,44,45,46,55
400.0705 48,50,51 400.0905 43,44,45,46 400.1105 43,44,45
400.0725 8 400.0925 22 400.1106 43,44,45
400.0726 8 400.0926 22 400.1107 43,44,45
400.0727 8,49 400.0927 22 400.1125 30
400.0728 8,11 400.0928 22 400.1126 30,32
400.0750 14,16 400.0929 22 400.1127 30
400.0751 15,17 400.0930 22 400.1128 30
400.0753 15,16,50,56 400.0950 16 400.1129 30,32
400.0754 7,13,15,16,17,52 400.0951 16 400.1130 30,32
400.0757 15,16 400.0952 16 400.1131 30,32
400.0758 15,16 400.0953 16 400.1132 30,32
400.0759 15,16 400.0954 16 400.1133 30,32
400.0760 15,16 400.0955 16 400.1134 30
400.0775 49 400.0956 16 400.1150 30
400.0778 49 400.0957 16 400.1153 30
400.0779 49 400.0958 16 400.1155 30

400.0780

11,49

400.0975 35

400.1156

30

400.0781

400.0978

400.1157

400.0782

400.1000

400.1158

400.0800

400.1002

400.1175




PART NO. PAGE PART NO. PAGE PART NO. PAGE
400.1176 25 400.1376 12,14 400.1703 7
400.1177 25 400.1377 12,14 400.1725 33,45
400.1179 25 400.1378 12,14 400.1750 12
400.1180 25 400.1379 12,14 400.1752 12
400.1181 25 400.1380 12,14 400.1753 12
400.1182 25 400.1381 12,14 400.1754 12
400.1183 25 400.1382 12,14 400.1755 12
400.1184 25 400.1383 12,14 400.1756 12
400.1200 44 400.1384 12,14 400.1757 12
400.1225 25 400.1385 12,14 400.1758 12
400.1226 25 400.1386 12,14,17 400.1759 12
400.1227 25 400.1387 12,14 400.1760 12
400.1228 25 400.1388 7,13,14,17,52 400.1775 7,13,17,52
400.1229 25 400.1400 31 400.1800 15
400.1230 23,25 400.1415 27,31,32,36 400.1804 15
400.1250 50 400.1420 28,29,31 400.1805 15
400.1251 50 400.1421 28,29,31 400.1807 15
400.1254 48,50,62 400.1422 28,29,31 400.1808 15,18,55
400.1255 50,53 400.1425 28,29,31,32,36,46 400.1810 15
400.1256 50,53 400.1427 28,31 400.1811 AISHISI55
400.1260 50,58 400.1428 28,29,31 400.1812 15,18,55
400.1261 50,58 400.1429 28,29,31 400.1813 15
400.1262 50 400.1430 28,29,31 400.1814 15,17
400.1263 50,58 400.1450 15 400.1815 15
400.1264 50 400.1475 20 400.1825 43,55
400.1275 48,50 400.1483 20 400.1850 18
400.1300 43 400.1484 20,22,41 400.1875 15,17
400.1301 43 400.1485 20,22,41 400.1879 15,17
400.1309 43 400.1486 20,22,41 400.1900 17
400.1350 14 400.1500 22,41 400.1904 15,17
400.1355 12,14 400.1525 46 400.1906 15,17
400.1356 12,14 400.1550 36 400.1907 15,17
400.1360 12,14,48 400.1575 48 400.1925 15,17
400.1361 12,14 400.1576 48 400.1926 15,17
400.1362 12,14,15,17 400.1577 48 400.1950 58
400.1363 12,14 400.1584 48 400.1968 58
400.1364 12,14 400.1585 48 400.2000 8
400.1365 12,14 400.1586 48 400.2025 8

400.1366

12,14

400.1625

400.2050

400.1370

14

400.1650

400.2075

400.1371

14

400.1700

400.2077

400.1375

400.1702

400.2078




PART NO. PAGE PART NO. PAGE PART NO. PAGE
400.2100 32 400.2427 7 400.9017 27,31,33,35,37,43,44,
400.2101 32 400.2428 7 45, 58,59
400.2102 32 400.2450 26 400.9018 27,30,36,37,43,44,46
400.2103 32 400.2451 26 400.9019 27,31,35,43,44
400.2104 32 400.2452 26 400.9020 27,31,37
400.2105 32 400.2453 26 400.9021 15,19
400.2107 32 400.2454 26 400.9022 15,18
400.2109 32 400.2455 26 400.9023 15,16,18
400.2125 35 400.2475 24 400.9024 15,18
400.2150 33 400.2476 24 400.9025 15,19
400.2151 33 400.2500 32 400.9026 10,61
400.2152 33 400.2525 56 400.9027 6,10,28,31,62
400.2153 33 400.2526 56 400.9028 6
400.2175 29 400.2527 56 400.9029 6
400.2200 28 400.2550 24 400.9030 6
400.2205 28 400.2552 24 400.9031 6
400.2206 28 400.2553 24 400.9032 6
400.2225 27 400.2554 24 400.9033 6
400.2250 29 400.2600 41 400.9034 6,8
400.2275 34 400.2601 41 400.9035 6
400.2276 34 400.2602 41 400.9036 6
400.2277 34 400.2603 41 400.9037 6
400.2278 34 400.2650 62 400.9038 6
400.2300 28 400.2700 36,46 400.9039 6
400.2325 48 400.2800 53 400.9040 37
400.2326 48 400.9001 13 400.9041 35,39
400.2327 48 400.9002 62 400.9042 35,36
400.2350 23 400.9003 43 400.9043 28,30,31,38
400.2351 23 400.9004 6,11,28,31,58,60,61 400.9044 27,31,38
400.2352 23 400.9005 10 400.9045 48,50,52
400.2354 23 400.9006 61 400.9046 48,50,53,54,60
400.2355 23 400.9007 10,38 400.9047 60
400.2356 23 400.9008 26,27,31,39 400.9090 22
400.2375 23 400.9009 39 400.9091 22
400.2376 23 400.9010 27,31,39,47 400.9092 22
400.2377 28 400.9011 28,29,31,39 400.9093 22
400.2378 400.9012 35,38 g

400.2379 400.9013 38

400.2400 400.9014 43

400.2402 400.9015 27,31,33,35,37,43,44,
400.2425 7 45, 58,59
400.2426 7 400.9016 ISHIS)







QUALITY / GUARANTEE
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d"’lnunsﬁ'ﬂh

Our company is certified in accordance to ISO 9001:2008

and is subject to permanent monitoring by

TUV Rheinland GmbH. Our constant drive for innovate
products and the increased quality awareness of our customers
demand for continuous improvement of the product

quality and productivity.

All employees of our company are committed to exercise
the maximum possible diligence and permanent controls
and checks at all levels in order to ensure the highest level
of quality.

This means for our customers:

Guaranteed quality
and controlled safety
at the highest stage!

Zertifikat

Fritngenom 150 9001:2008

Zerttacal Fegeimet-Hr. 01 100 (54054
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KS Tools equipment is manufactured
to the highest quality standards and
from the very best material.

However if any of our products

show a lack of quality due to material
failure or manufacturing fault we
guarantee free replacement.

That we guarantee!
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TIMING TOOLS

Hersteller: Audi
Modell. A5 Coupe/Cabriolet

Baujahr:
Hubraum: OEM:
Motorkennung: CAMA Motorkennung
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Alfa Romeo BMW  Chrysler Fiat Ford Hyundai Jaguar Lancia Land Rover Mazda Mercedes-Benz
Peugeot Mitshubishi Rover Citroén Renault Saab Vauxhall Opel Volkswagen Audi Group Volvo

www.timingtools.de

Werkzeuge-Maschinen GmbH
Seligenstadter Grund 10 - 12
D- 63150 Heusenstamm

== GERMANY

Tel.:  +49 6104 4974-0
Fax.: +49 6104 4974-11
e-mail: kstools@kstools.de

www.kstools.com LL12-14E



